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Submersible pump & sewage pump



Established in 1984 and headquartered in Daxi Town, Wenling City, Zhejiang Province―a town with 

flourishing pump industry, Shimge Pump Industry (Zhejiang) Co., Ltd. is a limited liability company 

specialized in producing various kinds of pumps and control equipment. For over three decades, 

Shimge Pump Industry has been committed to technical researches, manufacturing and marketing 

of all kinds of pumps and control equipment, as well as providing first-class pumps and water 

treatment system solutions for the world.

Based on keen market insight, the company developed the “screw pump” in 1987, which filled the 

gap in the domestic market at that time. Due to its excellent quality, Shimge soon stood out in 

the industry, and started its journey as a legendary brand in China’s pump industry. The company 

was once successfully listed in the A-share market in Shenzhen Stock Exchange on December 31, 

2010 (stock code: 002532. According to the development strategy of the company, it was delisted 

in the form of asset reorganization and completed privatization in July 2020`). Currently, the 

company has 6 major brands, 12 product series with more than 2,000 specifications, and 8 holding 

subsidiaries, becoming a real leading brand in China’s pump industry.

Shimge's casting  parts production 
base in JiangSu Province

Shimge's casting production base in 
JiangXi Province

Shimge's casting production base 
in JiangSu Province

Shimge's production base in HangZhou, 
Zhejiang Province

Shimge's production base in SanChiku, 
Wenling, Zhejiang Province

Company Profile



Shimge sticks on the comprehensive innovation on R&D and production process which commits to 

improve the production process and efficiency. 

High Quality Production

FOR BETTER LIFE

On one hand, we strengthen the 

professional skill of workers by 

sustaining training, and on the other, 

we put into the robot automatic 

production machine instead of manual 

work. By those ways, we have not only 

reduced the manufacturing cost, but 

also improved the product quality and 

stability.



SHIMGE has equipped an industry-leading physicochemical testing center, 

and its delivery performance inspection platform has reached a precision of 

grade B (grade 1) in the evaluation conducted by an authoritative agency. 

In addition, its products have passed GS, CE and UL certification, and met the 

specifications of the RoHS Directive.

Strict Quality Control

Since its establishment, Shimge has always actively promoted comprehensive “lean” quality 
and environment management, and has currently passed ISO9001, ISO14001 and OHSAS18001 
certification, introduced excellent performance management in line with GB/T 19580 and 
established a sound quality assurance system. 

FOR BETTER LIFE
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Performance Curve

Performance Range

Application Limits

Features

Certificate

Application Fields

Model Instruction

QDX-L

Submersible Drainage Pumps

Max. Flow: 61m3/h
Max. Head: 33m

◎ Maximum liquid temperature +40℃
◎ pH level from 6.5-8.5
◎ Maximum sand content is 0.1%.Passage of suspended 
   solids up to 0.2mm 
◎ Power frequency is 60Hz.Nominal voltage is 220VAC for 
   single phase with the range from -10% to +10%.
◎ Immersion depth from 0.5m-5m

◎ New-designed motor structure ,longer service life.
◎ Portable and durable aluminum alloy structure.
◎ Alloy impeller of high performance engineering 
   plastics or aluminum.

With small size and light weight, the Q(D)X-L series 
pump is especially suitable for the rural wells water 
pumping, farmland irrigation and drainage, garden 
watering, water spraying and family households, 
as well as other applications such as industrial , 
construction, aquaculture, fi sh ponds, etc. 

Rated Flow (m3/h)
Rated Head (m)

Model Code

Motor Power(kW)
Series Code

Power Frequency (Hz)
Rated Voltage (V)

QDX   10  -  16  -  0.75    L   (220V  /  50HZ)
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101 720 230411-1
970

834901935822321-2811433421940920

160 412-1 321-1 818 814 411-2 412-2 812

412-3

576

Components & Materials

No. Part name No. Part name

101 Pump body 811 Casing

160 Oil chamber cover 812 Head cover

230 Impeller 814 Stator core with winding

321-1 Deep groove ball bearing 818 Rotor

321-2 Deep groove ball bearing 822 Upper bearing block

411-1 Rubber washer 834 Cable sheath

411-2 Rubber washer 901 Hexagon head flange bolt

412-1 O-ring 920 Hexagon nut - Style 1

412-2 O-ring 935 Thermal protector

412-3 O-ring 940 Ordinary flat type

421 Oil seal 970 Nameplate

433 Mechanical seal

576 Handle

720 Outlet joint

Model Power Rate 
Current

(A)

Max. 
Flow

(m3/h)

Max. 
Head
(m)

Head 
Range

(m)

Cable 
line

(mm2-m)

Packing Dim.
L×W×H(mm)

G.W
(kg)

20'Loading 
Qty.
(pcs)

DN
Single-Phase Three-Phase kW HP

QDX1.5-12-0.25L3 - 0.25 0.33 2.1 4.5 13.0 13-5 3×0.75-8 360×180×200 5.5 2647 25mm(G¾)

QDX1.5-17-0.37L3 - 0.37 0.5 2.9 6.0 18.0 18-4 3×0.75-8 380×180×200 6.5 2499 25mm(G¾)

QDX1.5-25-0.55L3 - 0.55 0.75 4.1 6.6 26.0 26-17 3×0.75-8 395×195×220 8.5 1776 25mm(G¾)

QDX3-18-0.55L3 - 0.55 0.75 4.1 8.0 21.0 20-8 3×0.75-8 410×195×220 8.5 1715 32mm(G1)

QDX10-12-0.55L3 - 0.55 0.75 4.1 14.1 15.0 15-7 3×0.75-8 410×210×220 8.5 1598 40mm(G1¼)

QDX15-7-0.55L3 - 0.55 0.75 4.1 25.2 9.0 9-2 3×0.75-8 410×210×220 8.5 1598 50mm(G1½)

QDX1.5-32-0.75L3 - 0.75 1.0 5.2 6.9 33.0 32-17 3×0.75-8 420×210×230 10.0 1606 25mm(G¾)

QDX3-24-0.75L3 - 0.75 1.0 5.2 7.2 26.0 25-14 3×0.75-8 410×195×220 10.0 1715 32mm(G1)

QDX8-18-0.75L3 - 0.75 1.0 5.2 15.0 20.0 19-15 3×0.75-8 420×195×230 10.5 1614 40mm(G1¼)

QDX10-16-0.75L3 - 0.75 1.0 5.2 15.0 20.0 19-10 3×0.75-8 420×195×230 10.5 1614 50mm(G1½)

QDX15-10-0.75L3 - 0.750 1.0 5.2 36.0 11.0 11-3 3×0.75-8 430×280×210 10.5 1262 65mm(G2)

QDX25-6-0.75L3 - 0.75 1.0 5.2 35.0 10.0 10-0 3×0.75-8 430×280×210 11.0 1262 80mm(G2½)

QDX30-6-0.75L3 - 0.75 1.0 5.2 45.0 9.0 9-0 3×0.75-8 450×280×210 15.5 1069 80mm(G2½)

QDX3-30-1.1L3 - 1.1 1.5 7.3 9.6 31.0 31-0 3×1-8 455×285×225 13.5 1069 25mm(G¾)

QDX14-16-1.1L3 - 1.1 1.5 7.3 30.0 18.0 18-14 3×1.5-8 470×285×225 17.5 1069 50mm(G1½)

QDX15-14-1.1L3 - 1.1 1.5 7.3 30.0 18.0 18-0 3×1-8 470×280×215 17.5 1070 65mm(G2)

QDX40-6-1.1L3 - 1.1 1.5 7.3 54.0 9.0 9-0 3×1-8 505×280×215 19.5 990 80mm(G2½)

- QX8-18-0.75L3 0.75 1.0 2 15.0 20.0 19-15 4×0.75-8 420×195×230 10.5 1614 40mm(G1¼)

- QX10-16-0.75L3 0.75 1.0 2 15.0 20.0 19-10 4×0.75-8 420×190×230 10.5 1614 50mm(G1½)

- QX30-6-0.75L3 0.75 1.0 2 45.0 9.0 9-0 4×0.75-8 450×280×210 15.5 1069 80mm(G2½)

- QX3-30-1.1L3 1.100 1.5 2.7 9.6 31.0 31-0 4×0.75-8 455×285×225 12.0 1069 25mm(G¾)

- QX14-16-1.1L3 1.1 1.5 2.7 30.0 18.0 18-14 4×0.75-8 470×280×215 16.0 1070 50mm(G1½)

- QX15-14-1.1L3 1.1 1.5 2.7 30.0 18.0 18-0 4×0.75-8 470×285×225 16.0 1069 65mm(G2)

- QX40-6-1.1L3 1.1 1.5 2.7 54.0 9.0 9-0 4×0.75-8 505×280×215 18.0 990 80mm(G2½)

- QX25-12-1.5L3 1.500 2.00 3.6 48.0 16.0 16-0 4×0.75-8 505×280×215 17.0 990 65mm(G2)

- QX40-9-1.5L3 1.500 2.00 3.6 60.0 12.0 12-0 4×0.75-8 530×285×225 19.5 990 80mm(G2½)
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Model Dim.(mm)
N.W.
(kg)

Single-Phase Three-Phase A B DN

QDX1.5-12-0.25L2 - 175 310 1" 4.5

QDX1.5-17-0.37L2 - 190 340 1" 6.5

QDX1.5-25-0.55L2 - 220 360 1" 9

QDX3-18-0.55L2 - 205 360 1.25" 9

QDX10-12-0.55L2 - 215 365 1.5" 9

QDX15-7-0.55L2 - 215 380 2" 9

QDX1.5-32-0.75L2 - 240 380 1" 11

QDX3-24-0.75L2 - 220 380 1.25" 11

QDX8-18-0.75L2 - 230 380 1.5" 10.5

QDX10-16-0.75L2 - 230 380 2" 10.5

QDX15-10-0.75L2 - 240 395 2.5" 11

QDX25-6-0.75L2 - 240 390 3" 11

QDX30-6-0.75L2 - 260 420 3" 12.5

QDX3-30-1.1L2 - 235 430 1" 14

QDX14-16-1.1L2 - 245 445 2" 15.5

QDX15-14-1.1L2 - 245 445 2.5" 15.5

QDX40-6-1.1L2 - 265 475 3" 17

- QX8-18-0.75L2 230 380 1.5" 10

- QX10-16-0.75L2 230 380 2" 10

- QX30-6-0.75L2 260 420 3" 12

- QX3-30-1.1L2 235 430 1" 11

- QX14-16-1.1L2 245 445 2" 14

- QX15-14-1.1L2 245 445 2.5" 14

- QX40-6-1.1L2 265 475 3" 16

- QX25-12-1.5L2 245 475 2.5" 16

- QX40-9-1.5L2 265 500 3" 18

Dimensions & Weight

Performance Range

Application Limits

Certificate

Application Fields

Model Instruction

QDX-K3

Submersible Drainage Pumps

Max. Flow: 68m3/h
Max. Head: 33m

◎ Maximum liquid temperature +40℃
◎ pH level from 6.5-8.5
◎ Maximum sand content is 0.1%.Passage of suspended 
   solids up to 0.2mm 
◎ Power frequency is 60Hz.Nominal voltage is 220VAC for 
   single phase with the range from -10% to +10%.
◎ Immersion depth from 0.5m-5m

Rated Flow (m3/h)
Rated Head (m)

Model Code

Motor Power(kW)
Series Code

Power Frequency (Hz)
Rated Voltage (V)

QDX   1.5  -  17  -  0.37  K3  (220V  /  50HZ)

QDX-K3 series pumps are widely applied in industry, 
agriculture, mining, construction, municipal, environmental 
protection, etc. They are suitable for draining water containing 
particles such as short fi bers, paper scraps,etc. and soft solid, 
such as muddy water, dirty water, domestic wastewater, 
sewage, manure, etc. They are ideal equipment for agricultural 
irrigation and drainage,poolsilt cleaning and site construction, 
but do not apply to the location with explosion-proof 
requirements.
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Performance Curve Performance Curve
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412-1230720101143

834837822321-2811433-2412-3433-1940920

901

571

412-4411814818321-1 412-2 970576812160

Components & Materials

No. Part name No. Part name

101 Pump body 576 Handle

143 Net cover 720 Outlet joint

160 Oil chamber cover 811 Casing

230 Impeller 812 Head cover

321-1 Deep groove ball bearing 814 Stator core with winding

321-2 Deep groove ball bearing 818 Rotor

411 Rubber washer 822 Upper bearing block

412-1 O-ring 834 Cable sheath

412-2 O-ring 837 Capacitor

412-3 O-ring 901 Hexagon flange bolt

412-4 O-ring 920 Hexagon nut - Style 1

433-1 Mechanical seal 940 Ordinary flat key

433-2 Mechanical seal 970 Nameplate

571 Capacitor fixing ring

Model Power Rate 
Current

(A)

Max. 
Flow

(m3/h)

Max. 
Head
(m)

Head 
Range

(m)

Cable line
(mm2-m)

Packing Dim.
L×W×H(mm)

G.W
(kg)

20'Loading 
Qty.
(pcs)

DN
Single-Phase Three-Phase kW HP

QDX1.5-12-0.25K3 - 0.25 0.33 2.1 4.5 13.0 5 ～ 13 3×0.75-8 360×180×200 18.5 2160 G1

QDX1.5-17-0.37K3 - 0.37 0.5 2.9 9.5 18 7~18 3*0.75-8 380×160×200 8 2499 G1

QDX1.5-25-0.55K3 - 0.55 0.75 4.1 5.5 25 15~26 3*0.75-8 395×180×220 10.5 1776 G1

QDX3-18-0.55K3 - 0.55 0.75 4.1 8.0 21.0 5 ～ 21 3×0.75-8 410×210×220 12.5 1478 G1¼

QDX10-12-0.55K3 - 0.55 0.75 4.1 18.0 17.0 5 ～ 16 3×0.75-8 410×210×220 8.5 1478 G1½

QDX15-7-0.55K3 - 0.55 0.75 4.1 25.0 9.0 3 ～ 9 3×0.75-8 410×210×220 11 1478 G2

- QX10-12-0.55K3 0.55 0.75 1.6 18.0 17.0 5 ～ 16 4×0.75-8 410×210×220 13.5 1478 G1½

QDX1.5-32-0.75K3 - 0.75 1 5.2 6.5 34 12~33 3*0.75-8 420×210×230 12.5 1606 G1

QDX3-24-0.75K3 - 0.75 1 5.2 7.5 26.0 14 ～ 26 3×0.75-8 410×195×220 13 1592 G1¼

QDX8-18-0.75K3 - 0.75 1 5.2 16 20 15~19 3*0.75-8 420×195×230 13 1614 G1½

QDX10-16-0.75K3 - 0.75 1 5.2 19 20 10~19 3*0.75-8 420×195×230 13 1614 G2

QDX30-6-0.75K3 - 0.75 1 5.2 47.0 8.0 2 ～ 8 3×0.75-8 450×280×210 11 1058 G3

- QX1.5-32-0.75K3 0.75 1 2 6.5 34.0 12 ～ 33 4×0.75-8 420×210×230 13.5 1380 G1

- QX3-24-0.75K3 0.75 1 2 7.5 26.0 14 ～ 26 4×0.75-8 410×195×220 13.5 1592 G1¼

- QX8-18-0.75K3 0.75 1 2 16.0 20.0 15 ～ 19 4×0.75-8 420×195×230 13 1486 G1½

- QX10-16-0.75K3 0.75 1 2 19.0 20.0 10 ～ 19 4×0.75-8 420×195×230 11.5 1486 G2

- QX30-6-0.75K3 0.75 1 2 47.0 8.0 2 ～ 8 4×0.75-8 450×280×210 17 1058 G3

QDX15-10-0.75K3 - 0.75 1 5.2 33.0 11.0 3 ～ 11 3×0.75-8 430×280×210 17 1107 G2½

QDX3-30-1.1K3 - 1.1 1.5 7.3 10.0 33.0 18 ～ 32 3×1-8 455×285×225 20 960 G1

QDX6-25-1.1K3 - 1.1 1.5 7.3 12.0 30.0 8 ～ 29 3×1-8 455×285×225 11.5 960 G2

QDX14-16-1.1K3 - 1.1 1.5 7.3 29.0 17.0 9 ～ 17 3×1-8 470×285×225 12 929 G2

QDX15-14-1.1K3 - 1.1 1.5 7.3 30.0 17.0 9 ～ 17 3×1-8 470×285×225 12 929 G2½

QDX40-7-1.1K3 - 1.1  1.5 7.3 60.0 9.0 3 ～ 9 3×1-8 505×310×215 16 832 G3

QDX15-18-1.5K3 - 1.5 2 9.5 38.0 20.0 8 ～ 19 3×1.5-8 505×280×215 11 921 G2½

QDX40-9-1.5K3 - 1.5 2 9.5 66.0 11.0 2 ～ 11 3×1.5-8 550×325×230 11.5 681 G3

QDX50-7-1.5K3
(with outlet of 4 inches) - 1.5 2 9.5 77.0 11.0 2 ～ 11 3×1.5-8 550×325×230 11.5 681 G4

- QX3-30-1.1K3 1.1 1.5 2.7 10.0 33.0 18 ～ 32 4×0.75-8 455×285×225 12.5 960 G1

- QX6-25-1.1K3 1.1 1.5 2.7 12.0 30.0 8 ～ 29 4×0.75-8 455×285×225 15.5 960 G2

- QX14-16-1.1K3 1.1 1.5 2.7 29.0 17.0 9 ～ 17 4×0.75-8 470×285×225 15 929 G2

- QX15-14-1.1K3 1.1 1.5 2.7 30.0 17.0 9 ～ 17 4×0.75-8 470×285×225 18.5 929 G2½

- QX40-7-1.1K3 1.1 1.5 2.7 60.0 9.0 3 ～ 9 4×0.75-8 505×310×215 17 832 G3

- QX15-18-1.5K3 1.5 2 3.6 40.0 20.0 8 ～ 19 4×0.75-8 505×280×215 23 921 G2½

- QX40-9-1.5K3 1.5 2 3.6 66.0 11.0 2 ～ 11 4×0.75-8 550×325×230 23 681 G3

- QX50-7-1.5K3
(with outlet of 4 inches) 1.5 2 3.6 77.0 11.0 2 ～ 11 4×0.75-8 550×325×230 15.5 681 G4

- QX25-12-1.5K3 1.5 2 3.6 45.0 16.0 5 ～ 15 4×0.75-8 490×285×225 13 891 G2½
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Model Dim.(mm) N.W.
(kg)Single-Phase Three-Phase A B DN

QDX1.5-12-0.25K3 - 175 325 1" 5.5

QDX1.5-17-0.37K3 - 190 355 1" 7.5

QDX1.5-25-0.55K3 - 205 370 1" 10

QDX3-18-0.55K3 - 210 370 1.25" 10.5

QDX10-12-0.55K3 - 230 370 1.5" 11

QDX15-7-0.55K3 - 235 370 2" 11

- QX10-12-0.55K3 230 370 1.5" 10

QDX1.5-32-0.75K3 - 235 390 1" 12

QDX3-24-0.75K3 - 215 385 1.25" 12

QDX8-18-0.75K3 - 230 390 1.5" 12.5

QDX10-16-0.75K3 - 230 390 2" 12.5

QDX15-10-0.75K3 - 245 405 2.5" 13

QDX30-6-0.75K3 - 265 415 3" 15.5

- QX1.5-32-0.75K3 235 390 1" 11

- QX3-24-0.75K3 215 385 1.25" 10.5

- QX8-18-0.75K3 230 390 1.5" 12.5

- QX10-16-0.75K3 230 390 2" 12.5

- QX30-6-0.75K3 265 415 3" 14

QDX3-30-1.1K3 - 270 430 1" 14.5

QDX6-25-1.1K3 - 235 430 2" 14.5

QDX14-16-1.1K3 - 240 430 2" 16

QDX15-14-1.1K3 - 240 430 2.5" 16

QDX40-7-1.1K3 - 300 470 3" 17.5

- QX3-30-1.1K3 270 430 1" 13

- QX6-25-1.1K3 235 430 2" 13

- QX14-16-1.1K3 240 430 2" 16

- QX15-14-1.1K3 240 430 2.5" 16

- QX40-7-1.1K3 300 470 3" 17

QDX15-18-1.5K3 - 240 470 2.5" 19

QDX40-9-1.5K3 - 265 500 3" 21

QDX50-7-1.5K3 - 300 500 4" 21

- QX15-18-1.5K3 240 450 2.5" 16.5

- QX25-12-1.5K3 240 465 2.5" 16.5

- QX40-9-1.5K3 265 485 3" 19

- QX50-7-1.5K3 300 485 4" 19

Dimensions & Weight

Performance Range

Application Limits

Features

Certificate

Application Fields

Model Instruction

Q(D) T

Submersible Drainage Pumps

Max. Flow: 58m3/h
Max. Head: 33m

◎ Maximum liquid temperature +40℃
◎ pH level from 6.5-8.5
◎ Maximum sand content is 0.1%.Passage of suspended 
   solids up to 0.2mm 
◎ Power frequency is 60Hz.Nominal voltage is 220V/440V for 
   three phase with the range from -10% to +10%.
◎ Immersion depth from 0.5m-5m

The pump has compact structure, is adapted to draw 
water from well, farm irrigation, garden spray, and 
single-family houses water supply, and especially 
suitable for water supply applications in remote 
locations, such as industry, building operations and 
aquaculture drain or irrigate.

◎ Three-phase submersible pumps (dual voltage motor)
◎ The pump is located on bottom
◎ Cast iron parts, strong and durable
◎ Double mechanical seal
◎ The insulation is B grade and enclosure class is IPX8

Rated Flow(m3/h)
Rated Head (m)
Nominal Motor Power(kW)

Model Code

QX  6  -  25  -  1.1        (220V    -    50Hz)  

Power Frequency (Hz)
Rated Voltage (V)

A

B
DN
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Performance Curve Performance Curve
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Components & Materials

No. Part name No. Part name
101 Pump body 811 Casing
113 Oil chamber 812 Head cover
143 Net cover 814 Stator core with winding
160 Oil chamber cover 818 Rotor
230 Impeller 822 Upper bearing block

331-1 Deep groove ball bearing 834 Cable sheath
321-2 Deep groove ball bearing 837 Capacitor
412-1 O-ring 920 Hexagon nut - Style 1
412-2 O-ring 940 Ordinary flat key
412-3 O-ring 970 Nameplate
421 Oil seal
433 Mechanical seal
576 Handle
720 Outlet joint

Model Power
Rate 

Current
(A)

Max. 
Flow

(m3/h)

Max. 
Head
(m)

Head 
Range

(m)

Cable line
(mm2-m)

Packing Dim.
L×W×H(mm)

G.W
(kg)

20'Loading 
Qty.
(pcs)

DNSingle-Phase Three-Phase
kW HP

220V 380V

QDX1.5-17-0.37T3 - 0.37 0.50 2.9 6.0 18.0 18-7 3×0.75-8 370×220×195 11.5 1872 G¾

QDX1.5-25-0.55T3 - 0.55 0.75 4.1 6.5 26.0 26-15 3×0.75-8 455×285×225 15.0 1000 G¾

QDX15-7-0.55T3 - 0.55 0.75 4.1 25.2 8.0 8-3 3×0.75-8 450×280×210 16.5 1155 G1½

QDX1.5-32-0.75T3 - 0.75 1.00 5.2 6.0 33.0 32-6 3×0.75-8 455×285×225 17.0 1000 G¾

QDX3-24-0.75T3 - 0.75 1.00 5.2 7.2 26.0 26-9 3×0.75-8 455×285×225 16.5 1000 G1

QDX8-18-0.75T3 - 0.75 1.00 5.2 19.0 20.0 20-3 3×0.75-8 450×280×210 17.0 1155 G1¼

QDX10-16-0.75T3 - 0.75 1.00 5.2 19.0 20.0 20-3 3×0.75-8 450×280×210 17.0 1155 G1½

QDX30-6-0.75T3 - 0.75 1.00 5.2 45.0 9.0 9-2 3×0.75-8 450×280×210 20.0 1155 G2½

QDX6-25-1.1T3 - 1.10 1.50 7.3 17.0 25.0 25-3 3×1-8 480×285×220 21.0 960 G1½

- QX6-25-1.1T3 1.10 1.50 2.7 17.0 25.0 25-3 4×0.75-15 480×285×220 20.0 960 G1½

QDX40-6-1.1T3 - 1.10 1.50 7.3 58.0 10.0 10-2 3×1-8 480×285×220 24.0 960 G2½

- QX10-34-2.2 2.2 3.0 5.1 17 41 18-36 3*1-15 575x 250x 323 39 480 G1½

- QX12.5-50-4 4.0 5.5 8.8 28 56 35-53 3×1.5+1×1 ☆ -15 840x315x 360 75 180 G1½

- QX12.5-60-5.5 5.5 7.5 11.7 28 64 50-61 3×1.5+1×1 ☆ -15 890x315x 360 87 180 G1½

411 720

834

822 812

811

321-2 412-4

113412-3412-2507230940920101143

160 814818321-1433

412-1

901-1

901-2

Components & Materials

No. Part name No. Part name

101 Pump body 550 Mechanical seal ring

113 Lower bearing block 720 Outlet joint

143 Net cover 811 Casing

160 Oil chamber cover 812 Head cover

230 Impeller 814 Stator core with winding

321-1 Deep groove ball bearing 818 Rotor

321-2 Deep groove ball bearing 822 Upper bearing block

411 Rubber washer 834 Cable connection sleeve

412-1 O-ring 901-1 Hexagon head bolt

412-2 O-ring 901-2 Hexagon head bolt

412-3 O-ring 920 Hexagon nut - Style 1

412-4 O-ring 940 Ordinary flat type

433 Mechanical seal

507 Water baffl  e



17 18

Performance Range

Application Limits

Features

Certificate

Application Fields

Model Instruction

QD

Multistage Submersible Pumps

Max. Flow: 31m3/h
Max. Head: 120m

◎ Maximum liquid temperature +40℃
◎ pH level from 6.5-8.5
◎ Maximum sand content is 0.1%.Passage of suspended 
   solids up to 0.2mm 
◎ Power frequency is 60Hz.Nominal voltage is 220VAC for 
   single phase with the range from -10% to +10%.
◎ Immersion depth from 0.5m-5m

Rated Flow (m3/h)
Rated Head (m)

Motor Power(kW)
Impeller Series

Q  D  6  -  35  /  2  -  1.5  J    P   L1

L1-Standard Type, first generation

P-Available for sea water
J-Angular Contact Ball Bearing

Submersible Pump

Single phase motor
 (three phase non marking)

◎ High head, multistage centrifugal pump
◎ Compact structure, covering small area, convenient 
   to move and use
◎ The angular contact ball bearing, improving the 
   service life

Due to multi-stage structure, QD series pumps with high 
pressure are widely applied in many fi elds, such as agricultural 
irrigation, sprinkler irrigation, garden irrigation, water supply for 
wells, reservoirs, aquaculture, etc.

Model Dim.(mm)
N.W.
(kg)

Single-Phase Three-Phase A B DN

QDX1.5-17-0.37T3 - 195 348 25mm(G¾) 10.5

QDX1.5-25-0.55T3 - 220 375 25mm(G¾) 14.0

QDX15-7-0.55T3 - 235 390 50mm(G1½) 15.5

QDX1.5-32-0.75T3 - 240 395 25mm(G¾) 16.0

QDX3-24-0.75T3 - 210 390 32mm(G1) 15.5

QDX8-18-0.75T3 - 230 395 40mm(G1¼) 16.0

QDX10-16-0.75T3 - 230 395 50mm(G1½) 16.0

QDX30-6-0.75T3 - 265 420 80mm(G2½) 19.0

QDX6-25-1.1T3 - 240 427 50mm(G1½) 20.0

- QX6-25-1.1T3 240 427 50mm(G1½) 19.0

QDX40-6-1.1T3 - 460 205 80mm(G2½) 23.0

- QX10-34-2.2T 495 273 50mm(G2) 35

- QX12.5-50-4T 598 318 50mm(G2) 65

- QX12.5-60-5.5T 643 318 50mm(G2) 75

Dimensions & Weight

A

B
DN
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Performance Curve Model Power Rate 
Current

(A)

Max. 
Flow

(m3/h)

Max. 
Head 
(m)

Head 
Range

(m)

Cable line
(m)

Dim.mm
(L×B×H)

G.W.
(kg)

20’ 
Loading

 Qty. (pcs)Single-Phase Three-Phase kW HP

QD3-34/2-0.75 - 0.75 1 5.2 5 38 38~0 3*0.75-15 495x220x235 24 1170

QD3-50/3-1.1J - 1.1 1.5 7.3 5 55 55~0 3*1-15 535x220x235 26 900

QD6-34/2-1.1J - 1.1 1.5 7.3 14 37 37~20 3*1-15 535x220x235 27 900

QD6-34/2-1.1P - 1.1 1.5 7.3 14 37 37~20 3*1-15 535x220x235 24 900

QD3-60/4-1.5J - 1.5 2 9.5 5 66 66~0 3*1-15 610x220x235 31 810

QD6-35/2-1.5J - 1.5 2 9.5 15 40 40~20 3*1-15 580x220x235 30 900

QD10-32/3-1.5J - 1.5 2 9.5 20 39 39~20 3*1-15 610x220x235 32 810

QD10-32/3-1.5P - 1.5 2 9.5 20 39 39~20 3*1-15 610x220x235 29 810

QD15-20/2-1.5J - 1.5 2 9.5 23 29 29~0 3*1-15 570x220x215 30 1000

QD3-85/5-1.8J - 1.8 2.5 11.4 8 88 88~50 3*2-15 770x220x273 41 640

QD12-36/3-1.8J - 1.8 2.5 11.4 21 43 40~10 3*2-15 670x205x275 38 640

QD3-98/6-2.2J - 2.2 3 13.8 8 105 105~55 3*2-15 770x220x273 45 560

QD10-40/3-2.2J - 2.2 3 13.8 23 44 43~0 3*2-15 705x220x273 40 640

- Q3-34/2-0.75 0.75 1 2 5 38 38~0 4*0.75-15 495x220x235 22 990

- Q3-34/2-0.75P 0.75 1 2 5 38 38~0 4*0.75-15 495x220x235 23 990

- Q3-50/3-1.1J 1.1 1.5 2.7 5 55 55~0 4*0.75-15 525x220x215 25 900

- Q6-34/2-1.1J 1.1 1.5 2.7 14 37 37~20 4*0.75-15 525x220x215 24 900

- Q6-34/2-1.1P 1.1 1.5 2.7 14 37 37~20 4*0.75-15 525x220x215 23 900

- Q3-60/4-1.5J 1.5 2 3.6 5 66 66~0 4*1-15 570x220x215 29 810

- Q6-35/2-1.5J 1.5 2 3.6 15 40 40~20 4*1-15 525x220x215 27 900

- Q10-32/3-1.5J 1.5 2 3.6 20 39 36~20 4*1-15 580x220x235 30 810

- Q10-32/3-1.5P 1.5 2 3.6 20 39 36~20 4*1-15 610x220x235 26 810

- Q15-20/2-1.5J 1.5 2 3.6 23 29 29~0 4*1-15 525x220x215 26 1000

- Q3-85/5-1.8J 1.8 2.5 4.3 8 88 88~50 4*1-15 740x220x273 37 640

- Q12-36/3-1.8J 1.8 2.5 4.3 21 43 40~10 4*1-15 640x205x278 38 720

- Q12-36/3-1.8P 1.8 2.5 4.3 21 43 40~10 4*1-15 640x205x278 36 720

- Q3-98/6-2.2J 2.2 3 5.1 9.4 106 105~55 4*1-15 740x220x273 40 640

- Q10-40/3-2.2J 2.2 3 5.1 23 44 43~0 4*1-15 610x215x278 36 720

- Q3-116/7-3J 3 4 6.7 9 129 125~60 3*1.5+1*1-15 770x220x273 46 560

Centrifugal pumps are not recommended to be used less than the lift range.
Note:0.75~ 1.5kw use honeycomb box.More than 1.8kw wooden cases.
Q(D)-P seawater type for coastal customers
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Components & Materials

No. Part name No. Part name No. Part name

101 Pump body 412-1 O-ring 811 Casing

106 Oil chamber 412-2 O-ring 814 Stator core with winding

113 Net cover 412-3 O-ring 818 Rotor

143 Oil chamber cover 412-4 O-ring 825 Cable pressing plate

160 Impeller 412-5 O-ring 833 Outlet box cover

161 Deep groove ball bearing 412-6 O-ring 834 Cable sheath

171-1 Deep groove ball bearing 421 Framework oil seal 901 Hexagon head bolt

171-2 O-ring 433 Mechanical seal 920 Hexagon nut - Style 1

230 O-ring 520 Shaft sleeve 935 Thermal protector

321-1 O-ring 550 Bearing washer 940 Ordinary flat key

321-2 Oil seal 576 Handle 970 Nameplate

411 Mechanical seal 720 Outlet joint

Model Dim.(mm)
N.W.
(kg)

Single-Phase Three-Phase ø B DN

QD3-34/2-0.75 - 192 488 1" 22

QD3-50/3-1.1J - 192 520 1" 25

QD6-34/2-1.1J - 200 475 1.5" 25

QD6-34/2-1.1P - 200 475 1.5" 22

QD3-60/4-1.5J - 192 595 1" 30

QD6-35/2-1.5J - 200 520 1.5" 28

QD10-32/3-1.5J - 200 555 2" 30

QD10-32/3-1.5P - 200 555 2" 27

QD15-20/2-1.5J - 200 515 2.5" 29

QD3-85/5-1.8J - 195 667 1" 37

QD12-36/3-1.8J - 200 590 2" 34

QD3-98/6-2.2J - 195 735 1" 41

QD10-40/3-2.2J - 200 630 2" 36

- Q3-34/2-0.75 192 470 1" 20

- Q3-34/2-0.75P 192 485 1" 22

- Q3-50/3-1.1J 192 512 1" 24

- Q6-34/2-1.1J 200 470 1.5" 25.5

- Q6-34/2-1.1P 200 470 1.5" 21

- Q3-60/4-1.5J 192 545 1" 27

- Q6-35/2-1.5J 200 470 1.5" 26

- Q10-32/3-1.5J 199 505 2" 28

- Q10-32/3-1.5P 199 505 2" 24

- Q15-20/2-1.5J 200 465 2.5" 25

- Q3-85/5-1.8J 195 630 1" 33

- Q12-36/3-1.8J 200 550 2" 32

- Q12-36/3-1.8P 200 550 2" 28

- Q3-98/6-2.2J 195 660 1" 36

- Q10-40/3-2.2J 200 550 2" 32

- Q3-116/7-3J 195 731 1" 42

Dimensions & Weight
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Performance Range

Application Limits

Features

Certificate

Application Fields

Model Instruction

Q(D)Y-K2

Multistage Submersible Pumps

Max. Flow: 34m3/h
Max. Head: 127m

◎ Maximum liquid temperature +40℃
◎ pH level from 6.5-8.5
◎ Maximum sand content is 0.1%.Passage of 
    suspended solids up to 0.2mm 
◎ Power frequency is 50Hz. Nominal voltage is 
   220VAC for single phase and 380VAC for three 
   phase with the range from -10% to 10%.
◎ Immersion depth from 0.5m-30m

Rated Flow (m3/h)

Rated Head (m)

Number Of Stages

QD  Y      3  - 45    3- 1.1  K2

Classic First-Generation

Model Code
(No D for Three-Phase)

Oil-Filled Motor

Nominal Motor Power(kW)

◎ Oiled well pump motor structure, portable and durable.
◎ The impeller and fl ow components are of engineering 
   plastics which apply to use in seawater.
◎ High head, multistage centrifugal pump.

Due to multi-stage structure, Q(D)Y-K2 series pumps with high 
pressure are widely applied in many fi elds, such as agricultural 
irrigation, sprinkler irrigation, garden irrigation, water supply for 
wells, reservoirs, aquaculture, etc.

Performance Curve
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Model Power Rate 
Current

(A)

Max. 
Flow

(m3/h)

Max. 
Head 
(m)

Head 
Range

(m)

Cable line
(m)

Dim.mm
(L×B×H)

G.W.
(kg)

20’ 
Loading

 Qty. (pcs)Single-Phase Three-Phase kW HP

QDY3-30/2-0.75K2 - 0.75 1 6.6 5.7 38 33~5 3*0.75-15 620×220×220 24 900

- QY3-30/2-0.75K2 0.75 1 2.1 5.7 36 33~5 4*0.75-15 565×220×220 22 1000

QDY3-45/3-1.1K2 - 1.1 1.5 8.6 5.7 55 47~5 3*1-15 680×220×220 27 800

QDY6-32/3-1.1K2 - 1.1 1.5 8.6 10 50 45~10 3*1-15 690×220×220 26.5 800

- QY3-45/3-1.1K2 1.1 1.5 2.9 5.7 55 47~5 4*0.75-15 630×185×185 21 900

- QY6-32/3-1.1K2 1.1 1.5 2.9 10 50 45~10 4*0.75-15 600×185×185 23 900

QDY3-55/4-1.5K2 - 1.5 2 11.2 5.7 67 65~5 3*1.5-15 750×235×245 26.5 800

QDY10-30/3-1.5K2 - 1.5 2 11.2 21 39 36~10 3*1.5-15 770×265×245 34 800

QDY15-21/3-1.5K2 - 1.5 2 11.2 21 37 36~10 3*1.5-15 770×235×240 34 800

- QY3-55/4-1.5K2 1.5 2 3.8 5.7 67 65~5 4*0.75-15 655×220×220 24 800

- QY10-30/3-1.5K2 1.5 2 3.4 21 39 36~10 4*0.75-15 655×220×220 24 800

- QY15-21/3-1.5K2 1.5 2 3.4 21 37 36~10 4*0.75-15 670×220×220 24 800

QDY3-82/5-1.8K2 - 1.8 2.5 13.9 9 89 88~30 3*1.5-15 ☆ 820×235×240 38 486

QDY12-36/4-1.8K2 - 1.8 2.5 13.9 21 52 50~5 3*1.5-15 ☆ 850×235×240 37 486

QDY10-40/4-1.8K2 - 1.8 2.5 13.9 21 52 50~5 3*1.5-15 ☆ 850×235×240 37.5 486

- QY3-82/5-1.8K2 1.8 2.5 4.5 9 89 88~30 4*0.75-15 750×235×240 32 567

- QY12-36/4-1.8K2 1.8 2.5 4.5 21 52 50~5 4*0.75-15 770×235×240 34 567

- QY10-40/4-1.8K2 1.8 2.5 4.5 21 52 50~5 4*0.75-15 770×235×240 34 567

QDY3-96/6-2.2K2 - 2.2 3 16.2 9 108 104~30 3*1.5-15 ☆ 870×235×240 40.5 486

QDY15-35/4-2.2K2 - 2.2 3 16.2 22 53 50~5 3*1.5-15 ☆ 900×235×240 39.5 486

- QY3-96/6-2.2K2 2.2 3 5.4 9 108 104~30 4*1-15 820×235×240 35.5 567

- QY15-35/4-2.2K2 2.2 3 5.4 25 50 50~5 4*1-15 820×235×240 37.5 486

- QY3-112/7-3K2 3 4 7.2 10 127 120~30 4*1-15 870×235×240 38 486

- QY20-36/2-3K2 3 4 6.7 34 46 40~30 3*1.5+1*1-15 820×185×185 40 392

Centrifugal pumps are not recommended to be used less than the lift range.
Note:Single phase 0.75kw-1.1kw carton,1.5 kw-1.5 kw should be packed in wooden cases;
Three-Phase 0.75kw-1.5kw carton,1.8 kw-3 kw should be packed in wooden cases

Components & Materials

No. Part name No. Part name No. Part name

101 Pump body 321-2 Deep groove ball 
bearing 540 Upper spacer sleeve 823 Pressure regulating film

106 Inlet joint 411 Rubber washer 545 Rubber bearing 825 Cable pressing plate

111 Inlet joint cover plate 412-1 O-ring 550-1 Bearing washer 834 Cable assembly

113 Lower bearing block 412-2 O-ring 550-2 Flat washer 837 Capacitor

143 Net cover 412-3 O-ring 554 Extra large washer 901 Hexagon head bolt

160-1 Bottom cover 412-4 O-ring 560 Locating sleeve 920 Hexagon nut - Style 1

160-2 Oil chamber cover 412-5 O-ring 576 Handle 932 Retaining ring

161 Pump cover 433 Mechanical seal 592 Base 970 Nameplate

171-1 Guide vane 1 440 Anti-sand pad 720 Outlet joint 940-1 Flat key

171-2 Guide vane I 506 Anti-sand pressing plate 811 Cylinder 940-2 Flat key

230 Impeller 529-1 Shaft sleeve I 814 Stator core with winding

271 Sand shaking sleeve 529-2 Ceramic bearing 818 Rotor

321-1 Angular contact bearing 529-3 Shaft sleeve II 822 Oil chamber
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B

ø

DN

Model Dim.(mm)
N.W.
(kg)

Single-Phase Three-Phase ø B DN

QDY3-30/2-0.75K2 - 185 630 1" 23

- QY3-30/2-0.75K2 185 575 1" 20

QDY3-45/3-1.1K2 - 185 680 1" 26

QDY6-32/3-1.1K2 - 185 650 1.5" 25.5

- QY3-45/3-1.1K2 185 630 1" 22

- QY6-32/3-1.1K2 185 600 1.5" 22

QDY10-30/3-1.5K2 - 185 685 2" 27.5

QDY15-21/3-1.5K2 - 185 685 2.5" 27.5

- QY10-30/3-1.5K2 185 625 2" 23

- QY15-21/3-1.5K2 185 625 2.5" 23

QDY3-82/5-1.8K2 - 185 790 1" 32

QDY10-40/4-1.8K2 - 185 760 2" 31.5

QDY12-36/4-1.8K2 - 185 760 2" 31.5

- QY3-82/5-1.8K2 185 720 1" 27

- QY10-40/4-1.8K2 185 690 2" 28

- QY12-36/4-1.8K2 185 690 2" 28

QDY3-96/6-2.2K2 - 185 835 1" 34.5

QDY15-35/4-2.2K2 - 185 810 2.5" 35

- QY3-96/6-2.2K2 185 770 1" 29.5

- QY15-35/4-2.2K2 185 750 2.5" 31

- QY3-112/7-3K2 185 800 1" 32

- QY20-36/2-3K2 228 704 2.5" 46

Dimensions & Weight

Performance Range

Application Limits

Features

Certificate

Application Fields

Model Instruction

QY

Multistage Submersible Pumps

Max. Flow: 1000m3/h
Max. Head: 212m

◎ Maximum liquid temperature +40℃
◎ pH level from 6.5-8.5
◎ Maximum sand content is 0.1%.Passage of suspended 
    solids up to 0.2mm 
◎ Power frequency is 50Hz.Nominal voltage is 380VAC 
    for three phase with the range from -10% to 10%.
◎ Immersion depth from 0.5m-5m

Rated Flow (m3/h)

Rated Head (m)

Q     Y   100 - 6  -  3   L3/Z3

Series Code  
L- Centrifugal impeller
Z-Axial fl ow impeller

Model Code

Oil-Filled Motor

Nominal Motor Power(kW)

◎ Wear-resistant whole cast iron parts design. 
◎ Compact structure, easy to use.
◎ High quality double sides mechanical sealing to be 
   reliable operating.

QY series pumps with high pressure are widely applied in many 
fi elds, such as agricultural irrigation, sprinkler irrigation, garden 
irrigation, water supply for wells or reservoirs, aquaculture, etc.
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Performance CurvePerformance Curve

250 500 750
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Performance Curve Model Power Rate 
Current

(A)

Max. 
Flow

(m3/h)

Max. 
Head
(m)

Head 
Range

(m)

Cable line
(mm2-m)

Packing Dim.
L×W×H(mm)

G.W
(kg)

20'Loading 
Qty.
(pcs)Single-Phase kW HP

QY15-26-2.2L3 2.2 3 5.4 28 30 30~0 4*1-15 630*260*315 48 504

QY25-17-2.2L3 2.2 3 5.4 30 20 20~0 4*1-15 630*260*315 48 504

QY65-7-2.2L3 2.2 3 5.4 80 10 10~0 4*1-8 685*235*290 49 504

QY100-4.5-2.2Z4 2.2 3 5.4 163 4.5 9.5~1.5 4*1-8 710*230*290 47 490

QY10-51/3-3L3 3 4 7.2 24.3 60 60~45 4*1-24 780*260*325 65 384

QY15-36-3L3 3 4 7.2 39.2 39 39~0 4*1-15 675*290*345 57 336

QY25-26-3L3 3 4 7.2 50.9 30 30~0 4*1-15 710*270*315 53 448

QY40-16-3L3 3 4 7.2 50 22 22~0 4*1-15 710*270*315 53 448

QY65-10-3L3 3 4 7.2 103 17 17~0 4*1-8 695*235*290 52 504

QY100-6-3Z4 3 4 7.2 175 6 6~1.5 3*1.5+10-8 735*230*295 54 504

QY160-4-3Z3 3 4 7.2 185 4 4~1.5 3*1.5+10-8 770*230*295 55 490

QY30-30-3.7L3 3.7 5 8.7 49 31 31~18 4*1-15 620*295*310 63 441

QY10-60/2-4L3 4 5.5 9.3 19.8 62 61~45 3*1.5+1*1-24 775*270*350 71 336

QY15-48/2-4L3 4 5.5 9.3 42 55 55~0 3*1.5+1*1-24 775*270*350 67 336

QY20-40/2-4L3 4 5.5 9.3 42 48 48~0 3*1.5+1*1-24 775*270*350 69 336

QY40-21-4L3 4 5.5 9.3 52 26 26~0 3*1.5+1*1-15 750*270*310 76 392

QY65-14-4L3 4 5.5 9.3 95 20 20~8 3*1.5+1*1-8 770*305*330 64 294

QY100-9-4L3 4 5.5 9.3 152 14 14~0 3*1.5+1*1-8 780*255*315 66 441

QY160-6-4Z3 4 5.5 9.3 225 10 6~2.5 3*1.5+1*1-8 780*255*315 59 420

QY200-4-4Z3 4 5.5 9.3 225 4 4~2.5 3*1.5+1*1-8 840*230*300 65 420

QY10-83/3-5.5L1 5.5 7.5 12.6 32 85 85~62 3*1.5+1*1-24 1050*330*400 113 150

QY15-68/4-5.5L1 5.5 7.5 12.6 28.3 88 87~28 3*1.5+1*1-24 935*320*370 99 252

QY25-40-5.5L1 5.5 7.5 12.6 68 43 43~33 3*1.5+1*1-24 775*340*395 81 210

QY40-28-5.5L1 5.5 7.5 12.6 72 34 34~19 3*1.5+1*1-15 770*335*385 83 252

QY65-18-5.5L2 5.5 7.5 12.6 140 19 19~0 3*1.5+1*1-15 845*295*380 90 252

QY100-13-5.5L1 5.5 7.5 12.6 148 19 19~0 3*1.5+1*1-15 845*295*380 92 252

QY160-8-5.5Z2 5.5 7.5 12.6 248 9 8~1.5 3*1.5+1*1-8 910*295*380 87 252

QY200-6-5.5Z1 5.5 7.5 12.6 240 6 6~0 3*1.5+1*1-8 885*295*380 91 252

QY250-5-5.5Z1 5.5 7.5 12.6 296 5 5~3.5 3*1.5+1*1-8 950*310*385 85 210

QY350-3.5-5.5Z1 5.5 7.5 12.6 400 10 3.5~2 3*1.5+1*1-8 950*310*385 91 210

QY10-110/4-7.5L1 7.5 10 16.8 32 115 115~84 3*2.5+1*1.5-24 1155*310*380 155 210

QY15-95/4-7.5L1 7.5 10 16.8 39 101 98-80 3*2.5+1*1.5-24 1155*310*380 136 210

QY18-84/4-7.5L1 7.5 10 16.8 38 94 88~70 3*2.5+1*1.5-24 1155*310*380 136 210

QY25-60/2-7.5L1 7.5 10 16.8 62 66 66~45 3*2.5+1*1.5-24 920*335*385 107 216

QY40-38-7.5L1 7.5 10 16.8 81 44 44~28 3*2.5+1*1.5-15 820*345*395 92 210

QY50-30-7.5L1 7.5 10 16.8 88 32 32~0 3*2.5+1*1.5-15 845*340*390 90 180

QY65-25-7.5L1 7.5 10 16.8 117 26 26~0 3×1.5+1×1 ☆ -15 845*295*380 101 252

QY80-20-7.5L1 7.5 10 16.8 128 24 24~0 3*2.5+1*1.5-15 845*295*380 101 252

QY100-17-7.5L1 7.5 10 16.8 125 22 22~0 3×1.5+1×1 ☆ -15 885*295*380 105 252

QY160-11-7.5Z1 7.5 10 16.8 200 11 11~2.5 3*2.5+1*1.5-8 990*295*380 111 210

QY200-9-7.5Z1 7.5 10 16.8 248 9 9~3 3*2.5+1*1.5-8 990*295*380 111 210

QY250-7-7.5Z1 7.5 10 16.8 323 7 7~3 3*2.5+1*1.5-8 950*310*385 97 210

Centrifugal pumps are not recommended to be used less than the lift range.
Axial flow pumps are not recommended to be used higher than the lift range.



33 34

Centrifugal pumps are not recommended to be used less than the lift range.
Axial flow pumps are not recommended to be used higher than the lift range.

Model Power Rate 
Current

(A)

Max. 
Flow

(m3/h)

Max. 
Head
(m)

Head 
Range

(m)

Cable line
(mm2-m)

Packing Dim.
L×W×H(mm)

G.W
(kg)

20'Loading 
Qty.
(pcs)Single-Phase kW HP

QY10-165/6-11L1 11 15 24.3 31 170 170~130 3*4+1*2.5-24 1285*310*380 161 168

QY15-142/6-11L1 11 15 24.3 39.7 157 157~130 3*4+1*2.5-24 1295*305*375 161 168

QY18-126/6-11L1 11 15 24.3 35 138 130~105 3*4+1*2.5-24 1300*310*380 161 168

QY25-90/3-11L1 11 15 24.3 63 101 95~68 3*4+1*2.5-24 1050*330*400 129 180

QY40-56/2-11L1 11 15 24.3 80 65 65~0 3*4+1*2.5-24 920*335*385 113 216

QY65-42/2-11L1 11 15 24.3 114 54 54~0 3*4+1*2.5-24 980*340*390 117 150

QY100-25-11L2 11 15 24.3 167 33 33~0 3*4+1*2.5-15 910*365*385 110 216

QY160-15-11L1 11 15 24.3 240 25 20~10 3*4+1*2.5-8 980*315*390 105 175

QY350-7-11Z1 11 15 24.3 419 7 7~2.5 3*4+1*2.5-8 1020*310*385 108 180

QY450-6-11Z1 11 15 24.3 538 6 6~2 3*4+1*2.5-8 1130*360*395 120 130

QY600-4.5-11/4Z1 11 15 24.3 810 4.5 4.5~2 3*6+1*4+2*1-8 1360*500*530 200 60

QY25-120/4-15L1 15 20 33 63 135 132~100 3*6+1*4+2*1-24 1310*340*420 205 120

QY40-84/3-15L1 15 20 33 75 98 97~67 3*6+1*4+2*1-24 1120*340*420 183 120

QY65-60/3-15L1 15 20 33 111 82 78~48 3*6+1*4+2*1-24 1215*340*420 188 120

QY100-36-15L1 15 20 33 159 42 42~0 3*6+1*4+2*1-15 1020*400*460 167 120

QY160-23-15L1 15 20 33 248 39 39~0 3*6+1*4+2*1-15 1070*420*480 172 120

QY250-14-15L1 15 20 33 336 29 29~0 3*6+1*4+2*1-8 1185*340*440 171 120

QY600-6.5-15/4Z1 15 20 33 920 13 6.5~1 3*6+1*4+2*1-8 1430*500*530 231 50

QY15-200/8-18.5L1 18.5 25 42.4 34 212 212~0 3*6+1*4+2*1-24 1615*340*420 262 120

QY25-135/4-18.5L1 18.5 25 42.4 63 146 142~105 3*6+1*4+2*1-24 1355*340*420 215 120

QY65-69/3-18.5L1 18.5 25 42.4 111 87 87~0 3*6+1*4+2*1-24 1255*340*420 203 120

QY80-50-18.5L1 18.5 25 42.4 154 53 53~0 3*6+1*4+2*1-15 1070*400*460 180 125

QY160-28-18.5L1 18.5 25 42.4 264 42 42~0 3*6+1*4+2*1-15 1105*420*465 186 125

QY250-18-18.5 18.5 25 42.4 360 33 33~0 3*6+1*4+2*1-15 1225*340*440 186 120

QY800-6-18.5/4Z1 18.5 25 42.4 1000 13 6~1 3*6+1*4+2*1-8 1430*500*530 293 50

QY25-180/4-22L1 22 30 42.4 48 190 183~114 3*10+1*6+2*1-24 1455*350*420 271 120

QY40-114/3-22L1 22 30 42.4 80 127 127~70 3*10+1*6+2*1-24 1425*350*420 244 120

QY65-84/4-22L1 22 30 42.4 112 110 110~0 3*10+1*6+2*1-24 1375*350*420 235 120

QY200-26-22L1 22 30 42.4 360 38 38~0 3*10+1*6+2*1-15 1260*340*440 198 120

QY250-22-22L1 22 30 42.4 360 38 38~0 3*10+1*6+2*1-15 1260*340*440 198 120

QY800-7.5-22/4Z1 22 30 48.1 1000 13 7.5~1 3*10+1*6+2*1-8 1430*500*530 313 50

Model Dim.(mm) N.W.
(kg)Single-Phase ø B DN

QY15-26-2.2L3 265 570 2” 44

QY25-17-2.2L3 255 550 2.5” 44

QY65-7-2.2L3 240 605 4” 46

QY100-4.5-2.2Z4 240 635 6” 45

QY10-51/3-3L3 245 700 2” 61

QY15-36-3L3 290 595 2” 53

QY25-26-3L3 265 585 2.5” 49

QY40-16-3L3 265 600 3” 49

QY65-10-3L3 240 630 4” 48

QY100-6-3Z4 240 660 6” 52

QY160-4-3Z3 245 685 6” 51

QY30-30-3.7L3 270 625 2.5” 59

QY10-60/2-4L3 270 670 2” 66

QY15-48/2-4L3 270 680 2” 62

QY20-40/2-4L3 270 675 2.5” 64

QY40-21-4L3 265 635 3” 55

QY65-14-4L3 280 675 4” 59

QY100-9-4L3 255 695 6” 61

QY160-6-4Z3 250 725 6” 54

QY200-4-4Z3 250 740 8” 60

QY10-83/3-5.5L1 265 960 2” 106

QY15-68/4-5.5L1 265 805 2.5” 100

QY25-40-5.5L1 265 675 2.5” 83

QY40-28-5.5L1 265 680 3” 84

QY65-18-5.5L2 265 735 4” 84

QY100-13-5.5L1 265 750 6” 82

QY160-8-5.5Z2 265 770 6” 81

QY200-6-5.5Z1 265 785 8” 81

QY250-5-5.5Z1 275 815 8” 82

QY350-3.5-5.5Z1 275 815 8” 86

QY10-110/4-7.5L1 265 1060 2” 147

QY15-95/4-7.5L1 275 1065 2.5” 128

QY18-84/4-7.5L1 275 1065 2.5” 128

QY25-60/2-7.5L1 290 815 2.5” 104

QY40-38-7.5L1 265 725 3” 85

Dimensions & Weight
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Model Dim.(mm) N.W.
(kg)Single-Phase ø B DN

QY50-30-7.5L1 295 750 3” 90

QY65-25-7.5L1 265 750 4” 86

QY80-20-7.5L1 265 750 4” 84

QY100-17-7.5L1 265 805 6” 89

QY160-11-7.5Z1 265 885 6” 96

QY200-9-7.5Z1 265 900 8” 96

QY250-7-7.5Z1 275 890 8” 91

QY10-165/6-11L1 265 1200 2” 151

QY15-142/6-11L1 265 1205 2.5” 153

QY18-126/6-11L1 265 1205 2.5” 153

QY25-90/3-11L1 290 915 2.5” 122

QY40-56/2-11L1 290 825 3” 109

QY65-42/2-11L1 305 885 4” 111

QY100-25-11L2 270 881 4” 104

QY160-15-11L1 280 890 6” 102

QY350-7-11Z1 275 925 8” 102

QY450-6-11Z1 310 1025 10” 118

QY600-4.5-11/4Z1 440 1250 14” 182

QY25-120/4-15L1 325 1180 2.5” 194

QY40-84/3-15L1 325 990 3” 173

QY65-60/3-15L1 325 1085 4” 177

QY100-36-15L1 340 910 4” 158

QY160-23-15L1 350 960 6” 165

QY250-14-15L1 320 1075 8” 161

QY600-6.5-15/4Z1 440 1320 14” 213

QY15-200/8-18.5L1 320 1480 2” 249

QY25-135/4-18.5L1 325 1220 2.5” 203

QY65-69/3-18.5L1 325 1125 4” 192

QY80-50-18.5L1 340 950 6” 170

QY160-28-18.5L1 350 1000 6” 176

QY250-18-18.5 320 1115 8” 176

QY800-6-18.5/4Z1 440 1280 14” 275

QY25-180/4-22L1 325 1320 2” 259

QY40-114/3-22L1 325 1270 3” 232

QY65-84/4-22L1 325 1240 4” 223

QY200-26-22L1 320 1145 6” 188

QY250-22-22L1 320 1145 8” 188

QY800-7.5-22/4Z1 440 1320 14” 295

Dimensions & Weight

B

ø

DN

Max. Flow: 30m3/h
Max. Head: 15m

Performance Range

Application Limits

Features

Certificate

Application Fields

Model Instruction

WVS(D)

Stainless Steel Submersible 
Sewage Pumps

◎ Installing depth up to 5m
◎ Liquid temperature up to +40℃
◎ pH leve from 6.5-8.5
◎ Maximum sand content is 0.1%.Passage of 
suspended solids up to 0.2mm

◎ Suitable for transferring water without abrasive particles
◎ Suitable for well water lifting,farm irrigation,garden irrigation and 
living water supply
◎ Suitable for industrial water eliminating,construction water supply 
and drainage,breeding industry water supply and drainage,etc.

◎ New appearance design, high quality life
◎ Anti-overloading motor design, not easy to burn machine
◎ Lightweight design, easy to maintenance;
◎ water from the bottom, extracting a lower water level;
◎ Adopt PPOG20 plastic impeller, durable;
◎ Stainless steel screws, easy to maintain;

One-tenth Of Nominal 
Motor Power(W)

Power Frequency (Hz)

Rated Voltage (V)

WVSD  55     A2        F      (220V  /  50HZ)

Model Code
(No D for Three-Phase)

Float Switch
(No Floating Ball With No Mark)
Base With Net 
(No Net With No Mark)
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Performance Curve Model Power Rate
Current

(A)

Max. 
Flow

(m3/h)

Max. 
Head
(m)

Head 
Range

(m)

Solids
Passage

(mm)

Cable line
(m)

Dim.mm
(L×W×H)

G.W
(kg)

20'Loading 
Qty.
(pcs)Single-

Phase
Three-
Phase kW HP

- WVS75 0.75 1 2 21 12 11~5 40 4*0.75-5 260*190*500 18.5 1056

- WVS110 1.1 1.5 2.7 27 13 12~7 40 4*0.75-5 285*205*505 21 880

- WVS150 1.5 2 3.6 30 14 14~5 40 4*0.75-5 285*205*530 25 840

WVSD55F - 0.55 0.75 4.1 18 10 9~4 40 3*0.75-5 260*190*480 17 1056

WVSD75F - 0.75 1 5.2 21 12 11~5 40 3*1-5 260*190*500 19 1056

WVSD110F - 1.1 1.5 7.3 27 13 12~7 40 3*1.5-5 285*205*505 23 880

WVSD150F - 1.5 2 9.5 30 14 14~5 40 3*1.5-5 285*205*530 25.5 840

WVSD55A2F - 0.55 0.75 4.1 18 13 10~4 10 3*0.75-5 260*190*450 17 1320

WVSD75A2F - 0.75 1 5.2 20 15 14~5 10 3*1-5 260*190*470 19 1056

- WVS75A2 0.75 1 2 20 15 14~5 10 4*0.75-5 260*190*470 19 1056

Centrifugal pumps are not recommended to be used less than the lift range.

592 101 411 720 827 818 970 822 576

230 421 321- 2 814 834-1

160 811 837

321-1 412 -3412-1 412-2

834-2433

Components & Materials

No. Part name No. Part name No. Part name

101 Pump body 412-3 O-ring 818 Rotor

113 Oil chamber 421 Framework oil seal 822 Upper bearing block

160 Net cover 433 Mechanical seal 827 Insulating paper

230 Oil chamber cover 576 Handle 834-1 Cable

321-1 Impeller 592 Base 834-2 Floating ball

321-2 Deep groove ball bearing 720 Outlet joint 837 Running capacitor

411 Deep groove ball bearing 811 Casing 900 Equal head double end stud

412-1 O-ring 812 Head cover 970 Nameplate

412-2 O-ring 814 Stator core with winding
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Model Dim.(mm) N.W.
(kg)Single-Phase Three-Phase A B L0 H0 DN

- WVS75 220 460 79 67 2" 17.5

- WVS110 245 475 90 83 2" 20

- WVS150 245 500 90 83 2" 22

WVSD55F - 220 440 79 67 2" 16

WVSD75F - 220 460 79 67 2" 18

WVSD110F - 245 475 90 83 2" 22

WVSD150F - 245 500 90 83 2" 24

WVSD55A2F - 225 435 80 89 2" 16

WVSD75A2F - 225 455 80 89 2" 18

- WVS75A2 225 455 80 89 2" 17.5

Dimensions & Weight

Performance Range

Application Limits

Features

Certificate

Application Fields

Model Instruction

WQK

Submersible Pumps For Dirty Water

Max. Flow: 97m3/h
Max. Head: 44m

◎ Maximum liquid temperature +40℃
◎ pH level from 4-10
◎ Maximum liquid density 1.2×103kg/m3

◎ Power frequency is 60Hz.Nominal voltage is 220VAC or    440VAC 
and 380VAC for three phase with the range from -10% to +10%.
◎ Immersion depth from 0.5m-5m

Rated Flow (m3/h)
Rated Head (m)
Motor Power(kW)

Korea

Model Code

WQ  K  18  -  15  -2.2 

◎ The durable whole cast iron parts design.          
◎ The shaft material are all of stainless steel material 2Cr13 
   carbide double sides mechanical sealing.  
◎ Cutting impeller, objects can be cut up. 
◎ Can be configured coupling bend, the water festival and directly 
connected with pipe thread or NPT threaded pipe bending.

WQK series pumps are widely applied in industry, agriculture, mining, 
construction, municipal, environmental protection, etc. They are suitable 
for draining water containing particles such as short fibers, paper scraps, 
etc. and soft solid, such as muddy water, dirty water, domestic wastewater, 
sewage, manure, etc. They are ideal equipment for agricultural irrigation 
and drainage, pool silt cleaning and site construction, but do not apply to 
the location with explosion-proof requirements.
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Performance Curve

Model
Power Rate 

Current
(A)

Max. 
Flow

(m3/h)

Max. 
Head 
(m)

Head 
Range

(m)

Cable line
(m)

Dim.mm
(L×B×H)

G.W.
(kg)

20’ 
Loading

 Qty. (pcs)kW HP

WQK9.6-10-0.75(380V/50Hz) 0.75 1 2 23.5 13 12~8 4*0.75-6 600×255×329 34 693

WQK15-12-1.5(380V/50Hz) 1.5 2 3.6 31 19 15~9 4*1-6 600×255×330 42.3 567

WQK18-15-2.2(380V/50Hz) 2.2 3 5.1 64 20 18~12 4*1-6 600×275×365 51.7 486

WQK30-18-3.7(380V/50Hz) 3.7 5 8.2 80 23 22~14 4*1.5-6 370×325×680 71 324

WQK36-22-5.5(380V/50Hz) 5.5 7.5 11.7 100 28 27~17 4*1.5 ☆ -6 400×340×770 85 255

WQK48-25-7.5(380V/50Hz) 7.5 10 15.7 102 33 30~20 4*2.5-6 400×340×770 91 255

WQK15-12-1.5(415V/50Hz) 1.5 2 3.3 31 19 15~9 4*1-6 600×255×330 42.3 567

WQK18-15-2.2(415V/50Hz) 2.2 3 4.7 69 20 18~12 4*1-6 600×275×365 51.7 486

Centrifugal pumps are not recommended to be used less than the lift range.

Dimensions & Weight

Model
Dim.(mm)

N.W.
(kg)

B H1 A L0 DN K C C1 D D n-d

WQK9.6-10-0.75(380V/50Hz) 460 96 250 220 2" 99 100 50 100 50 4-M10 31

WQK15-12-1.5(380V/50Hz) 520 99 270 200 2" 99 100 50 100 50 4-M10 36

WQK18-15-2.2(380V/50Hz) 525 101 292 237 3" 156 140 70 150 70 4-M12 40

WQK30-18-3.7(380V/50Hz) 560 100 326 270 3" 156 140 70 150 70 4-M12 65

WQK36-22-5.5(380V/50Hz) 600 103 346 290 4" 156 140 70 150 70 4-M12 78

WQK48-25-7.5(380V/50Hz) 600 103 346 290 4" 156 140 70 150 70 4-M12 84

WQK15-12-1.5(415V/50Hz) 520 99 270 200 2" 99 100 50 100 50 4-M10 36

WQK18-15-2.2(415V/50Hz) 525 101 292 237 3" 156 140 70 150 70 4-M12 40

Components & Materials

No. Part name No. Part name No. Part name

101 Pump body 411-3 O-ring 812 Head cover

113 Oil chamber 411-4 O-ring 814 Stator core with winding

230 Impeller 421 Framework oil seal 818 Rotor

321-1 Deep groove ball bearing 433 Mechanical seal 834 Cable

321-2 Deep groove ball bearing 471 Bearing gland 900 Lifting bolt

411-1 O-ring 592 Base 940 Ordinary flat key

411-2 O-ring 811 Casing 970 Nameplate
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Performance Range

Application Limits

Features

Certificate

Application Fields

Model Instruction

WQ(D)

Submersible Sewage Pump 

Rated Flow (m3/h)

Rated Flow (m3/h)

Rated Head (m)

Rated Head (m)

Motor Power(kW)

Motor Power(kW)

Ordinary Type(Flange)

Semi-open impeller

WQD  10-10-0.75 L1(FL)

WQD  10- 8- 0.55 X
Model Code(No D for Three-Phase)

Model Code(No D for Three-Phase)

◎ The whole cast iron design, wear-resistant, durable and nice appearance.
◎ Double channel impeller, good fl ow capacity, excellent hydraulic
performance.
◎ Stainless steel shaft extension, carbide double-sides mechanical sealing.

WQ(D)-L1 series pumps are widely applied in industry, agriculture, 
mining, construction, municipal, environmental protection, etc. They 
are suitable for draining water containing particles such as short fi bers, 
paper scraps,etc. and soft solid, such as muddy water, dirty water, 
domestic wastewater, sewage, manure, etc. They are ideal equipment for 
agricultural irrigation and drainage,poolsilt cleaning and site construction, 
but do not apply to the location with explosion-proof requirements.

Max. Flow: 149m3/h
Max. Head: 44m

◎ Maximum liquid temperature +40℃
◎ pH level from 4-10
◎ Maximum liquid density 1.2×103kg/m3
◎ Power frequency is 50Hz.Nominal voltage is 220VAC  for single
phase and 380VAC for three phase with the range from -10% to 10%.
◎ Immersion depth from 0.5m-5m

WQ(D)-L1

0.55 ～ 7.5kW， 
Закрытое рабочее 
колесо

0.55 ～ 1.1kW， 
Полу-открытое 
рабочее колесо

WQ(D)-X

Performance Curve
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Performance Curve Model Power Rate 
Current

(A)

Solids
Passage

(mm)

Max. 
Flow
(m3/

h)

Max. 
Head
(m)

Head 
Range

(m)

Cable line
(m)

Dim.mm
(L×W×H)

G.W
(kg)

20'
Loading 

Qty.
(pcs)Single-Phase Three-Phase kW HP

WQD6-12-0.55L3 - 0.55 0.75 4.1 20 17 15 14~0 3*0.75-8 470×250×235 18.5 1080

WQD6-16-0.75L3 - 0.75 1 5.2 20 18 19 19~9 3*0.75-8 470×250×235 20 1080

WQD10-10-0.75L1 - 0.75 1 5.2 20 24 15 15~0 3*0.75-8 470×250×235 22 1080

WQD7-15-1.1L1 - 1.1 1.5 7.3 20 23 19 18~3 3*1-8 550×245×295 31 960

WQD15-9-1.1L1 - 1.1 1.5 7.3 20 25.5 14.5 14.5~0 3*1-8 550×245×295 30 1080

WQD6-12-0.55L3(F) - 0.55 0.75 4.1 20 19 15 15~0 3*0.75-8 470×250×235 18.5 1080

WQD6-16-0.75L3(F) - 0.75 1 5.2 20 18 19 19~9 3*0.75-8 470×250×235 20 1080

WQD10-10-0.75L1(F) - 0.75 1 5.2 20 17 16 16~0 3*0.75-8 470×250×235 22 1080

WQD10-10-0.75L1(FL) - 0.75 1 5.2 20 17 16 16~0 3*0.75-8 520×210×275 26 968

WQD7-15-1.1L1(FL) - 1.1 1.5 7.3 20 23 19 18~3 3*1-8 550×245×235 34 1080

WQD15-9-1.1L1(FL) - 1.1 1.5 7.3 20 25.5 14.5 14.5~0 3*1-8 450×245×275 33 1080

- WQ6-16-0.75L3 0.75 1 2 20 16 19 19~9 4*0.75-8 470×250×235 19 1080

- WQ10-10-0.75L1 0.75 1 2 20 24 15 16~0 4*0.75-8 470×250×235 23 968

- WQ15-7-0.75L1 0.75 1 2 20 17 17 17~0 4*0.75-8 520×210×275 23 968

- WQ7-15-1.1L1 1.1 1.5 2.7 20 22 18 18~3 4*0.75-8 550×245×295 34 960

- WQ15-9-1.1L1 1.1 1.5 2.7 20 24 14 14~0 4*0.75-8 550×245×295 28 960

- WQ25-7-1.1L1 1.1 1.5 2.7 25 38 14 14~0 4*0.75-8 550×245×295 29 960

- WQ12-15-1.5L1 1.5 2 3.6 20 37 20 20~0 4*0.75-15 550×245×295 31 960

- WQ18-15-1.5L1 1.5 2 3.6 20 47 20 20~0 4*0.75-15 610×260×308 45 960

- WQ25-10-1.5L1 1.5 2 3.6 25 40 19 19~0 4*0.75-8 550×245×295 30 960

- WQ9-22-2.2L2 2.2 3 5.1 20 32 26 26~0 4*1-15 630×285×345 46 432

- WQ15-20-2.2L1 2.2 3 5.1 20 34 25 25~0 4*1-15 630×285×345 46 432

- WQ25-17-2.2L2 2.2 3 5.1 25 55 24 24~0 4*1-15 630×285×345 51 432

- WQ35-7-2.2L1 2.2 3 5.1 25 50 15.5 15.5~0 4*1-8 630×285×345 51 432

- WQ42-12-2.2L2 2.2 3 5.1 25 55 24 24~0 4*1-8 630×285×345 51 432

- WQ15-30-3L3 3 4 6.7 25 30 33 33~20 3*1.5+1×1-15 680×285×345 59 384

- WQ20-22-3L3 3 4 6.7 25 48 27 28~10 3*1.5+1×1-8 680×285×345 61 384

- WQ25-20-3L3 3 4 6.7 25 48 27 25.5~10 3*1.5+1×1-8 680×285×345 61 384

- WQ43-13-3L3 3 4 6.7 25 82 18.5 18.5~0 3*1.5+1×1-8 700×310×370 68 342

- WQ50-10-3L3 3 4 6.7 25 82 18.5 18.5~0 3*1.5+1×1-8 700×310×370 68 342

- WQ70-7-3L3 3 4 6.7 25 93 20 20~0 3*1.5+1×1-15 715×345×415 63 255

- WQ20-27-4L1 4 5.5 8.8 25 40 36 36~0 3×1.5+1×1-8 710×350×380 63 255

Centrifugal pumps are not recommended to be used less than the lift range.

25-17-2.2L2

100-15-7.5L2
80-20-7.5L2
65-22-7.5L2
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Centrifugal pumps are not recommended to be used less than the lift range.
Note:0.55kW~0.75kW is the honeycomb box, the rest are wooden cases.

Model Power Rate 
Current

(A)

Solids
Passage

(mm)

Max. 
Flow
(m3/

h)

Max. 
Head
(m)

Head 
Range

(m)

Cable line
(m)

Dim.mm
(L×W×H)

G.W
(kg)

20'
Loading 

Qty.
(pcs)Single-Phase Three-Phase kW HP

- WQ40-15-4L1 4 5.5 8.8 25 91 22 22~0 3*1.5+1*1-8 745×345×415 73 255

- WQ60-10-4L1 4 5.5 8.8 25 91 20.5 20.5~0 3*1.5+1*1-8 745×345×415 73 255

- WQ15-40-5.5L1 5.5 7.5 11.7 25 50 42.5 44~0 3*1.5+1*1 ☆ -15 750×340×380 89 306

- WQ30-30-5.5L1 5.5 7.5 11.7 25 50 42.5 42.5~0 3*1.5+1*1 ☆ -15 750×310×380 97 306

- WQ65-15-5.5L1 5.5 7.5 11.7 30 118 27 27~0 3*1.5+1*1 ☆ -8 810×340×410 96 201

- WQ40-30-7.5L1 7.5 10 15.7 25 53 43 43~0 3×1.5+1×1 ☆ -8 800×355×410 102 210

- WQ45-25-7.5L2 7.5 10 15.7 30 124 30 30~0 3×1.5+1×1 ☆ -8 845×355×415 111 180

- WQ65-25-7.5L2 7.5 10 15.7 30 130 30 30~0 3×1.5+1×1 ☆ -8 845×355×415 111 180

- WQ80-20-7.5L2 7.5 10 15.7 30 130 30 30~0 3×1.5+1×1 ☆ -8 845×355×425 111 180

- WQ100-15-7.5L2 7.5 10 15.7 30 130 30 30~0 3×1.5+1×1 ☆ -8 845×355×415 111 180

- WQ10-10-0.75L1(FL) 0.75 1 2 20 17 16 16~0 4*0.75-8 520×210×275 25 968

- WQ15-7-0.75L1(FL) 0.75 1 2 20 17 17 17~0 4*0.75-8 520×210×275 23 968

- WQ7-15-1.1L1(FL) 1.1 1.5 2.7 20 22 18 18~3 4*0.75-8 550×245×295 33 1080

- WQ15-9-1.1L1(FL) 1.1 1.5 2.7 20 24 14 14~0 4*0.75-8 550×245×295 31 1080

- WQ25-7-1.1L1(FL) 1.1 1.5 2.7 20 38 14 14~0 4*0.75-8 550×245×295 32 1080

- WQ12-15-1.5L1(FL) 1.5 2 3.6 20 37 20 20~0 4*0.75-15 550×245×295 34 1080

- WQ18-15-1.5L1(FL) 1.5 2 3.6 20 40 20 20~0 4*0.75-15 550×245×295 31 1080

- WQ25-10-1.5L1(FL) 1.5 2 3.6 25 40 19 19~0 4*0.75-8 550×245×295 30 1080

WQD10-8-0.55X - 0.55 0.75 4.1 13 19 12 12~0 3*0.75-8 480×230×215 18 1080

WQD6-16-0.75X - 0.75 1 5.2 14 22 17 17~9 3*0.75-8 470×250×235 21 1080

WQD10-11-0.75X - 0.75 1 5.2 14 21 16 16~0 3*0.75-8 450×230×215 19 1080

WQD15-12-1.1X - 1.1 1.5 7.3 15 26 16 16~0 3*1-8 550×245×295 30 960

- WQ6-16-0.75X 0.75 1 2 14 22 17 17~9 4*0.75-8 450×230×215 21 1080

- WQ10-11-0.75X 0.75 1 2 14 21 16 16~0 4*0.75-8 450×230×215 20.5 1080

- WQ15-12-1.1X 1.1 1.5 2.7 15 26 16 16~0 4*0.75-8 550×245×280 29 960

Components & Materials

No. Part name No. Part name No. Part name

101 Pump body 412-4 O-ring 814 Stator core with winding

113 Oil chamber 412-5 O-ring 818 Rotor

230 Impeller 421 Framework oil seal 822 Upper bearing block

321-1 Deep groove ball bearing 433 Mechanical seal 834 Cable sheath

321-2 Deep groove ball bearing 576 Handle 837 Running capacitor

411 Rubber washer 592 Base 920 Hexagon nut - Style 1

412-1 O-ring 720 Outlet joint 940 Flat key

412-2 O-ring 811 Casing 970 Nameplate

412-3 O-ring 812 Head cover
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Dimensions & Weight

Model Dim.(mm)
N.W.
(kg)

Single-Phase Three-Phase A B DN1 DN D K n-d

WQD6-12-0.55L1 - 242 415 2"

G1½  Pipe  Thread

18

WQD6-16-0.75L1 - 242 415 2" 21

WQD10-10-0.75L1 - 242 415 2" 20

WQD7-15-1.1L1 - 263 475 2" 28

WQD15-9-1.1L1 - 260 475 2" 27

WQD6-12-0.55L1(F) - 242 415 2" 18

WQD6-16-0.75L1(F) - 242 415 2" 21

WQD10-10-0.75L1(F) - 242 415 2" 20

WQD10-10-0.75L1(FL) - 298 415 2" 2" 140 110 4-M12 23

WQD7-15-1.1L1(FL) - 338 475 2" 2" 140 110 4-M12 31

WQD15-9-1.1L1(FL) - 314 475 2" 2" 140 110 4-M12 30

- WQ6-16-0.75L1 242 415 2"

G1½  Pipe  Thread

20

- WQ10-10-0.75L1 242 414 2" 20

- WQ15-7-0.75L1 247 414 2" 20

- WQ7-15-1.1L1 263 475 2" 31

- WQ15-9-1.1L1 260 475 2"

G2   Pipe  Thread

25

- WQ25-7-1.1L1 267 485 2" 26

- WQ12-15-1.5L1 267 485 2" 28

- WQ18-15-1.5L1 267 485 2" 28

- WQ25-10-1.5L1 267 485 2" 27

Model Dim.(mm) N.W.
(kg)Single-Phase Three-Phase A B DN1 DN D K n-d

- WQ9-22-2.2L2 341 532 2" 2" 140 110 4-M12 42

- WQ15-20-2.2L1 356 532 2" 2" 140 110 4-M12 42

- WQ25-17-2.2L2 380 544 2.5" 2.5" 160 130 4-M12 47

- WQ35-7-2.2L1 380 544 2.5" 2.5" 160 130 4-M12 47

- WQ42-9-2.2L1 390 545 3" 3" 190 150 4-M16 47

- WQ15-30-3L3 371 570 2" 2" 140 110 4-M12 55

- WQ20-22-3L3 380 574 2.5" 2.5" 160 130 4-M12 57

- WQ25-20-3L3 370 574 2.5" 2.5" 160 130 4-M12 57

- WQ43-13-3L3 437 613 3" 3" 190 150 4-M16 63

- WQ50-10-3L3 437 613 3" 3" 190 150 4-M16 63

- WQ70-7-3L3 452 622 4" 4" 210 170 4-M16 58

- WQ40-15-4L1 452 653 3" 3" 190 150 4-M16 68

- WQ60-10-4L1 452 653 4" 4" 210 170 4-M16 68

- WQ20-27-4L1 392 631 2.5" 2.5" 160 130 4-M12 59

- WQ15-40-5.5L1 416 662 2" 2" 140 110 4-M12 83

- WQ30-30-5.5L1 443 662 3" 3" 190 150 4-M16 91

- WQ65-15-5.5L1 452 711 4" 4" 210 170 4-M16 90

- WQ40-30-7.5L1 416 687 3" 3" 190 150 4-M16 96

- WQ45-25-7.5L2 481 751 3" 3" 190 150 4-M16 104

- WQ65-25-7.5L2 505 751 4" 4" 210 170 4-M16 104

- WQ80-20-7.5L2 505 751 4" 4" 210 170 4-M16 104

- WQ100-15-7.5L2 505 751 4" 4" 210 170 4-M16 104

- WQ10-10-0.75L1(FL) 298 687 2" 2" 140 110 4-M12 28

- WQ15-7-0.75L1(FL) 310 415 2" 2" 140 110 4-M12 22

- WQ7-15-1.1L1(FL) 338 415 2" 2" 140 110 4-M12 30

- WQ15-9-1.1L1(FL) 314 475 2" 2" 140 110 4-M12 28

- WQ25-7-1.1L1(FL) 332 475 2" 2" 140 110 4-M12 29

- WQ12-15-1.5L1(FL) 332 485 2" 2" 140 110 4-M12 31

- WQ18-15-1.5L1(FL) 332 485 2" 2" 140 110 4-M12 31

- WQ25-10-1.5L1(FL) 332 485 2" 2" 140 110 4-M12 30

WQD10-8-0.55X - 240 415 2"

G1½  Pipe  Thread

17.5

WQD6-16-0.75X - 240 415 2" 19

WQD10-11-0.75X - 240 415 2" 18.5

WQD15-12-1.1X - 265 475 2" 26

- WQ6-16-0.75X 242 415 2" 19

- WQ10-11-0.75X 242 414 2" 18.5

- WQ15-12-1.1X 263 475 2" 26
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Performance Range

Application Limits

Features

Certificate

Application Fields

Model Instruction

WQ(D)

Submersible Sewage Pump 

◎ Wear-resistant whole cast iron parts design 
◎ Double channel impeller, good fl ow capacity, excellent 
   hydraulic performance
◎ The stainless steel shaft extension, carbide double sides 
    mechanical sealing

WQ(D) series pumps are widely applied in industry, agriculture, mining, 
construction, municipal, environmental protection, etc. They are 
suitable for draining watercontaining particles such as short fibers, 
paper scraps,etc. and soft solid,such as muddy water, dirty water, 
domestic wastewater, sewage, manure, etc. They are ideal equipmentfor 
agricultural irrigation and drainage,poolsiltcleaning and site construction, 
but do not apply to the location with explosion-proof requirements.

Max. Flow: 140m3/h
Max. Head: 44m

◎ Maximum liquid temperature +40℃
◎ pH level from 4-10
◎ Maximum liquid density 1.2×103 kg/m3

◎ Power frequency is 60Hz.Nominal voltage is 120VAC or 
   220VAC for single phase and 380VAC for three phase with 
   the range from -10% to +10%.
◎ Immersion depth from 0.5m-5m

Rated Flow (m3/h)

Rated Head (m)
Motor Power(kW)

WQD  10-10-0.75

Model Code(No D for Three-Phase)

Performance Curve
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Model Power Rate 
Current

(A)

Solids
Passage

(mm)

Max. 
Flow
(m3/h)

Max. 
Head
(m)

Head 
Range

(m)

Cable line
(m)

Dim.mm
(L×W×H)

G.W
(kg)

20'
Loading 

Qty.
(pcs)Single-Phase Three-Phase kW HP

WQD6-12-0.55 - 0.55 0.75 4.1 20 17.5 15 14~0 3*0.75-8 470×250×235 20 1150

WQD6-16-0.75 - 0.75 1 5.2 20 22 19 18~5 3*0.75-8 470×250×235 22 1150

WQD6-16-0.75F - 0.75 1 5.2 20 22 19 18~5 3*0.75-8 470×250×235 22 1150

WQD10-10-0.75 - 0.75 1 5.2 20 24 15 15~0 3*0.75-8 520×210×275 29 968

WQD7-17-1.1 - 1.1 1.5 7.3 20 19 21 20~3 3*1-8 451×245×172 27 1150

WQD15-9-1.1 - 1.1 1.5 7.3 20 25 14 14~0 3*1-8 540×240×280 32 968

WQD6-12-0.55F - 0.55 0.75 4.1 20 17.5 15 14~0 3*0.75-8 470×250×235 20 1150

- WQ6-16-0.75 0.75 1 2 20 22 19 18~8 4*0.75-8 470×250×235 29 968

- WQ10-10-0.75 0.75 1 2 20 24 15 15~0 4*0.75-8 540×240×280 31 768

- WQ15-7-0.75 0.75 1 2 20 17 17 17~0 4*0.75-8 540×240×280 32 768

- WQ7-17-1.1 1.1 1.5 2.7 20 19 21 20~3 4*0.75-8 451×245×172 27 768

- WQ15-9-1.1 1.1 1.5 2.7 20 25 14 14~0 4*0.75-8 540×240×280 32 768

- WQ12-15-1.5 1.5 2 3.6 20 34 20 20~0 4*0.75-15 610×260×308 40 567

- WQ18-15-1.5 1.5 2 3.6 20 47 19 20~0 4*0.75-15 610×260×308 45 567

- WQ25-10-1.5 1.5 2 3.6 25 42 15 19~0 4*0.75-8 610×260×308 42 567

- WQ25-7-1.5 1.5 2 3.6 25 40 14 14~0 4*0.75-8 610×260×308 39 567

- WQ9-22-2.2 2.2 3 5.1 20 29 25 26~0 4*1-15 635×260×348 47 486

- WQ15-20-2.2 2.2 3 5.1 20 35 25 24~0 4*1-15 635×260×348 47.7 486

- WQ25-15-2.2 2.2 3 5.1 20 60 20 20~0 4*1-15 635×260×348 50 486

- WQ27-15-2.2 2.2 3 5.1 28 62 21 19~5 4*1-15 635×260×348 50 486

- WQ35-7-2.2 2.2 3 5.1 30 50 15 15~0 4*1-8 635×260×348 50 486

- WQ42-9-2.2 2.2 3 5.1 25 60 16 19~0 4*1-8 655×270×328 50 504

- WQ15-30-3 3 4 6.7 25 31 34 34~20 3*1.5+1*1-15 635×260×348 50 486

- WQ20-22-3 3 4 6.7 25 45 27 26~10 3*1.5+1*1-15 635×260×348 54 486

- WQ25-20-3 3 4 6.7 25 48 25 25~10 3*1.5+1*1-15 635×260×348 54 486

- WQ37-13-3 3 4 6.7 25 77 20 18~0 3*1.5+1*1-8 720×320×390 56.5 336

- WQ43-13-3 3 4 6.7 25 82 18.5 18~0 3*1.5+1*1-8 700×310×370 68 336

- WQ50-7-3 3 4 6.7 32 72 13 13~0 3*1.5+1*1-8 720×320×390 62 336

- WQ50-10-3 3 4 6.7 25 84 19 19~0 3*1.5+1*1-8 720×320×390 62 336

- WQ40-15-4 4 5.5 8.8 25 70 22 22~0 3*1.5+1*1-8 755×325×395 80 324

- WQ60-10-4 4 5.5 8.8 43 92 18 18~0 3*1.5+1*1-8 800×335×395 83 294

- WQ15-40-5.5 5.5 7.5 11.7 25 52 42.5 42.5~0 3*1.5+1*1 ☆ -8 755×325×395 85 324

- WQ30-30-5.5 5.5 7.5 11.7 25 39 37 37~0 3*1.5+1*1 ☆ -15 800×320×380 88 294

- WQ65-15-5.5 5.5 7.5 11.7 30 110 25 26~0 3*1.5+1*1 ☆ -8 1050×345×325 103 175

- WQ65-22-7.5 7.5 10 15.7 30 130 30 30~0 3×1.5+1×1 ☆ -15 870×400×470 130 120

- WQ80-20-7.5 7.5 10 15.7 30 130 30 30~0 3×1.5+1×1 ☆ -8 870×400×470 130 120

- WQ100-15-7.5 7.5 10 15.7 30 130 30 30~0 3×1.5+1×1 ☆ -8 870×400×470 130 120

- WQ6-16-0.75(415V/50Hz) 0.75 1 1.8 20 22 19 18~5 4*0.75-8 470×250×235 21 1150

- WQ18-15-1.5(415V/50Hz) 1.5 2 3.3 20 47 19 19~0 4*0.75-15 610×260×308 45 567

- WQ25-15-2.2(415V/50Hz) 2.2 3 4.7 20 60 20 20~0 4*1-15 635×260×348 50 486

- WQ25-20-3(415V/50Hz) 3 4 6.1 25 48 25 25~10 3*1.5+1*1-15 635×260×348 54 486

- WQ50-10-3(415V/50Hz) 3 4 6.1 25 84 19 19~0 3*1.5+1*1-8 720×320×390 62 336

- WQ40-15-4(415V/50Hz) 4 5.5 8.1 25 70 22 22~0 3*1.5+1*1-8 755×325×395 80 324

- WQ60-10-4(415V/50Hz) 4 5.5 8.1 43 92 18 18~0 3*1.5+1*1-8 800×335×395 83 324

- WQ65-15-5.5(415V/50Hz) 5.5 7.5 10.7 30 110 25 26~0 3*1.5+1*1 ☆ -8 1050×345×325 103 175

- WQ100-10-7.5(415V/50Hz) 7.5 10 14.4 30 140 21 27~0 3*2.5+1*1.5-8 870×430×520 131 120

Centrifugal pumps are not recommended to be used less than the lift range.
Note: Single-Phase:WQD6-12-0.55/WQD6-16-0.75/WQD6-16-0.75F is the honeycomb carton;
Three-Phase:WQ6-16-0.75 is the honeycomb carton.The others are wooden cases.

Components & Materials

No. Part name No. Part name No. Part name

101 Pump body 412-3 O-ring 812 Head cover

113 Oil chamber cover 412-4 O-ring 814 Stator core with winding

160 Oil chamber cover 412-5 O-ring 818 Rotor

230 Impeller 433-1 Mechanical seal 822 Upper bearing block

321-1 Deep groove ball bearing 433-2 Mechanical seal 825 Cable pressing plate

321-2 Deep groove ball bearing 550 Mechanical seal ring 834 Cable sheath

411 Rubber washer 592 Base 940 Flat key

412-1 O-ring 720 Outlet joint 970 Nameplate

412-2 O-ring 811 Casing
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Model Dim.(mm) N.W.
(kg)Single-Phase Three-Phase A B DN1 DN D K n-d

WQD6-12-0.55 - 245 435 2"

G1½  Pipe Thread
17.5/19

WQD6-16-0.75 - 245 440 2" 20/21
WQD6-16-0.75F - 245 440 2" 20/21
WQD10-10-0.75 - 312 440 2" 2" 140 110 4-M12 26
WQD7-17-1.1 - 245 451 2" G1½  Pipe Thread 28
WQD15-9-1.1 - 285 454 2" 2" 140 110 4-M12 29
WQD6-12-0.55F - 245 442 2"

G1½  Pipe Thread
17.5/19

- WQ6-16-0.75 245 442 2" 20

- WQ10-10-0.75 312 440 2"
2" 140 110 4-M12

26

- WQ15-7-0.75 312 440 2" 26
- WQ7-17-1.1 245 451 2" G1½  Pipe Thread 28
- WQ15-9-1.1 316 468 2" 2" 140 110 4-M12 29
- WQ12-15-1.5 340 540 2" 2" 140 110 4-M12 36
- WQ18-15-1.5 347 540 2" 2" 140 110 4-M12 41
- WQ25-10-1.5 331 534 2" 2" 140 110 4-M12 38
- WQ25-7-1.5 344 498 2.5" 2.5" 160 130 4-M12 35
- WQ9-22-2.2 326 556 2" 2" 140 110 4-M12 42
- WQ15-20-2.2 341 556 2" 2" 140 110 4-M12 44
- WQ25-15-2.2 384 568 2.5" 2.5" 160 130 4-M12 45

- WQ27-15-2.2 367 568 2.5" 2.5" 160 130 4-M12 45

- WQ35-7-2.2 384 568 2.5" 2.5" 160 130 4-M12 45

- WQ42-9-2.2 376 594 2.5" 2.5" 160 130 4-M12 47

- WQ15-30-3 362 551 2" 2" 140 110 4-M12 48

- WQ20-22-3 360 554 2.5" 2.5" 160 130 4-M12 49

- WQ25-20-3 360 554 2.5" 2.5" 160 130 4-M12 49

- WQ37-13-3 399 602 2.5" 2.5" 160 130 4-M12 61

- WQ43-13-3 419 602 3" 3" 190 150 4-M16 61

- WQ50-7-3 419 602 3" 3" 190 150 4-M16 61

- WQ50-10-3 419 602 3" 3" 190 150 4-M16 55

- WQ40-15-4 371 661 3" 3" 190 150 4-M16 73

- WQ60-10-4 452 704 4" 4" 210 170 4-M16 75

- WQ15-40-5.5 411 745 2" 2" 140 110 4-M12 78

- WQ30-30-5.5 390 783 3" 3" 190 150 4-M16 80

- WQ65-15-5.5 452 826 4" 4" 210 170 4-M16 93

- WQ65-25-7.5 495 730 4" 4" 210 170 4-M16 117

- WQ80-20-7.5 495 730 4" 4" 210 170 4-M16 117

- WQ100-15-7.5 495 730 4" 4" 210 170 4-M16 117

- WQ6-16-0.75(415V/50Hz) 247 438 2" G1½ Pipe Thread 20

- WQ18-15-1.5(415V/50Hz) 347 540 2" 2" 140 110 4-M12 41

- WQ25-15-2.2(415V/50Hz) 384 568 2.5" 2.5" 160 130 4-M12 45

- WQ25-20-3(415V/50Hz) 360 554 2.5" 2.5" 160 130 4-M12 49

- WQ50-10-3(415V/50Hz) 419 602 3" 3" 190 150 4-M16 55

- WQ40-15-4(415V/50Hz) 371 661 3" 3" 190 150 4-M16 73

- WQ60-10-4(415V/50Hz) 371 704 4" 4" 210 170 4-M16 75

- WQ65-15-5.5(415V/50Hz) 452 826 4" 4" 210 170 4-M16 93

- WQ100-10-7.5(415V/50Hz) 562 733 4" 4" 210 170 4-M16 118

Dimensions & Weight

Performance Range

Application Limits

Features

Certificate

Application Fields

Model Instruction

WQ

Submersible Sewage Pump 

Max. Flow: 400m3/h
Max. Head: 46m

Rated Flow (m3/h)

Rated Head (m)

Motor Power(kW)

Power Frequency (Hz)
Rated Voltage (V)

Model Code

WQ  100  -  25  -  15  (220V  /  50Hz) 

◎ Maximum liquid temperature +40℃
◎ pH level from 4-10
◎ Maximum liquid density 1.2×103 kg/m3

◎ Voltage fl uctuation range ± 10%
◎ Immersion depth from 0.5m-5m

WQ(Single stage with high power) series pumps are widely applied in 
industry, agriculture, mining, construction, municipal, environmental 
protection, etc. They are suitable for draining water containing particles such 
as short fibers, paper scraps, etc. and soft solid, such as muddy water, dirty 
water, domestic wastewater, sewage, manure, etc. They are ideal equipment 
for agricultural irrigation and drainage, pool silt cleaning and site construction, 
but do not apply to the location with explosion-proof requirements.

◎ Large power submersible sewage pump, the standard 
   fl ange outlet.
◎ Double channel impeller, good fl owing capacity, excellent 
   hydraulic performance.
◎ Stainless steel shaft extension and carbide double sides 
    mechanical sealing.
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1450

1450

Performance Curve
Model Power

Rate 
Current

(A)

Solids
Passage

(mm)

Max. 
Flow

(m3/h)

Max. 
Head
(m)

Head 
Range

(m)

Cable line
(m)

Dim.mm
(L×W×H)

G.W
(kg)

20'
Loading 

Qty.
(pcs)Single-Phase kW HP

WQ100-23-11 11 15 22.9 35 175 29 29~15 3*6+1*4-8 600×560×1230 253 69

WQ130-15-11 11 15 22.9 45 330 22 22~0 3*6+1*4-8 590×500×1290 256 76

WQ150-13-11 11 15 22.9 45 320 18 18~0 3*6+1*4-8 590×500×1290 253 76

WQ180-11-11 11 15 22.9 50 300 20 20~0 3*6+1*4-8 590×500×1290 253 76

WQ100-30-15 15 20 30.8 35 190 33 33~0 3*6+1*4-8 600×560×1230 270 69

WQ150-17-15 15 20 30.8 45 350 25 25~0 3*6+1*4-8 590×500×1290 268 76

WQ180-15-15 15 20 30.8 50 320 23 23~0 3*6+1*4-8 590×500×1290 268 76

WQ250-11-15 15 20 30.8 50 400 20 20~0 3*6+1*4-8 660×570×1380 298 55

WQ400-7-15 15 20 30.8 65 620 14 14~0 3*6+1*4-8 620×560×1450 312 55

WQ100-32-18.5 18.5 25 37.2 35 224 37 37~20 3*10+1*6-8 690×600×1300 338 54

WQ150-20-18.5 18.5 25 37.2 45 350 28 28~0 3*10+1*6-8 640×570×1350 356 61

WQ180-20-18.5 18.5 25 37.2 45 400 28 28~0 3*10+1*6-8 640×570×1350 365 61

WQ250-15-18.5 18.5 25 37.2 50 400 22 22~0 3*10+1*6-8 660×610×1450 372 48

WQ350-10-18.5 18.5 25 37.2 55 520 17 17~0 3*10+1*6-8 620×560×1525 370 55

WQ100-37-22 22 30 49.4 35 249 44 44~25 3*10+1*6-8 690×600×1300 351 54

WQ180-25-22 22 30 49.4 45 340 32 32~0 3*10+1*6-8 640×570×1350 366 61

WQ250-18-22 22 30 49.4 50 450 27 27~0 3*10+1*6-8 660×610×1450 377 48

WQ400-10-22 22 30 49.4 60 630 18 18~0 3*10+1*6-8 620×560×1525 385 55

Centrifugal pumps are not recommended to be used less than the lift range.
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No. Part name No. Part name No. Part name

101 Pump body 433-1 Mechanical seal 834 Cable sheath

160 Oil chamber cover 433-2 Mechanical seal 836 Terminal block

113 Oil chamber 502 Seal ring 901 Hexagon head bolt M12x125

230 Impeller 592 Base 920-1 Hexagon nut - Style 1

321-1 Deep groove ball bearing 720 Outlet joint 920-2 Hexagon nut - Style 1

321-2 Deep groove ball bearing 811 Casing 920-3 Hexagon nut - Style 1

411 Rubber washer 812 Head cover 940 Flat key

412-1 O-ring 814 Stator core with winding 970 Nameplate

412-2 O-ring 818 Rotor 752-1 Check valve seat

412-3 O-ring 822 Upper bearing block

412-4 O-ring 825 Cable pressing plate

Components & Materials

DN1

Dimensions & Weight

Model
Dim.(mm)

N.W.
(kg)

A B DN1/DN D K n-d

WQ100-23-11 710 995 4" 210 170 4-ø19 238

WQ130-15-11 750 995 6" 265 225 8-ø19 241

WQ150-13-11 750 995 6" 265 225 8-ø19 238

WQ180-11-11 750 995 6" 265 225 8-ø19 238

WQ100-30-15 710 995 4" 210 170 4-ø19 255

WQ150-17-15 750 995 6" 265 225 8-ø19 253

WQ180-15-15 750 995 6" 265 225 8-ø19 253

WQ250-11-15 855 1010 8" 320 280 8-ø19 283

WQ400-7-15 861 1040 8" 320 280 8-ø19 297

WQ100-32-18.5 775 1055 4" 210 170 4-ø19 323

WQ150-20-18.5 800 1070 6" 265 225 8-ø19 341

WQ180-20-18.5 800 1070 6" 265 225 8-ø19 341

WQ250-15-18.5 850 1065 8" 320 280 8-ø19 357

WQ350-10-18.5 861 1096 8" 320 280 8-ø19 355

WQ100-37-22 775 1055 4" 210 170 4-ø19 336

WQ180-25-22 800 1070 6" 265 225 8-ø19 351

WQ250-18-22 850 1065 8" 320 280 8-ø19 362

WQ400-10-22 861 1096 8" 320 280 8-ø19 370
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◎ Maximum liquid temperature +40℃
◎ pH level from 4-10
◎ Maximum liquid density 1.2×10³kg/m³
◎ Power frequency is 50Hz.Norminal voltage is 380VAC 
◎ for three phase with the range from -10% to +10%
◎ Immersion depth from 0.5m-5m

WQ-QG disc cutting  sewage submersible pump, implementing Q/
SG151 standard. The electric pump is mainly composed of three parts: 
electric motor, water pump and seal. The motor is located at the upper 
part of the electric pump. The motor is a two-pole motor. The water 
pump is located in the lower part of the electric pump. The oil chamber 
uses a single-end mechanical seal, and the pump chamber uses a 
single-end mechanical seal. Each fi xed seal is made of “O” oil-
resistant rubber seal for static sealing to ensure the reliability of the 
electric pump seal. The electric pump rotor shaft is composed of 45 
steel and 304 stainless steel friction welding to ensure more reliable 
mechanical strength of the shaft, which can eff ectively improve the 
wear resistance and corrosion resistance of the shaft, and also facilitate 
the maintenance and disassembly of the impeller. The water inlet of 
the electric pump is equipped with a cutting disc, the impeller rotates at 
a high speed, the cutting disc is fi xed on the pump body, and the long 
fi ber cloth, hair and other debris in the water can be chopped during 
operation, and the gap between the spiral impeller and the cutting disc 
is small.

◎ Extract domestic sewage
◎ Excluding industrial sewage
◎ Biogas digesters
◎ Sewage treatment
◎ Aquaculture sewage

Three-phase sewage 
sewage submersible pump

Rated power in kilowatts (kW)
Cut type

Discharge port diameter (mm)

50 (380V/50Hz)WQ  1.5   QG

◎ Max. Flow: 135m³/ h
◎ Max. Head: 26m

Power Frequency (Hz)
Rated Voltage (V)

Performance Range

Application Limits

Product Usage

Certificate

Application Fields

Model Instruction

Disc Cutting Sewage Sewage 
Submersible Pump

WQ-QG

Disc Cutting Sewage Sewage 
Submersible Pump

Performance Curve
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Model
Power Rate

Current
(A)

Max. 
Flow

(m3/h)

Max. 
Head
(m)

Head 
Range

(m)

Cable line
(m)

Packing Dim.
L×W×H(mm)

G.W
(kg)

20'Loading 
Qty.
(pcs)kW HP

50WQD0.75QG 0.75 1 5.2 13.8 15.5 14~4 3×0.75-8m 600×230×220 26 988 

50WQD1.1QG 1.1 1.5 7.3 13.8 19.5 18~5 3×0.75-8m 600×230×220 27 988 

50WQD1.5QG 1.5 2 9.5 28.8 18.0 16~5 3×1-8m 645×225×290 44 713 

50WQD2.2QG 2.2 3 13.8 29.4 32.0 30~10 3×1.5-8m 650×230×300 46 669 

65WQD2.2QG 2.2 3 13.8 47.4 22.0 20~5 3×1.5-8m 650×270×340 47 503 

50WQ0.75QG 0.75 1 2 13.8 15.5 14~4 4×0.75-8m 600×230×220 25 988 

50WQ1.1QG 1.1 1.5 2.7 13.8 19.5 18~5 4×0.75-8m 600×230×220 26 988 

50WQ1.5QG 1.5 2 3.6 25 16 16~5 4×0.75-8m 615×225×290 39 748 

50WQ2.2QG 2.2 3 5.1 29.4 32.0 30~10 4×0.75-8m 615×230×300 41 707 

65WQ2.2QG 2.2 3 5.1 40 20 20~5 4×0.75-8m 600×260×340 40 566 

50WQ3QG 3 4 6.7 39.6 27.0 28~10 4×1-8m 690×230×310 55 610 

65WQ3QG 3 4 6.7 55 20 20~5 4×1-8m 685×240×330 52 553 

65WQ4QG 4 5.5 8.8 63.0 33.0 30~10 3×1.5+1×1-8m 700×240×350 60 510 

80WQ4QG 4 5.5 8.8 80 22 22~5 3×1.5+1×1-8m 685×260×360 58 468 

80WQ5.5QG 5.5 7.5 11.7 86.4 29.0 28~10 3×1.5+1×1-8m 770×300×390 82 333 

100WQ5.5QG 5.5 7.5 11.7 95 24 24~5 3×1.5+1×1-8m 750×320×415 87 301 

80WQ7.5QG 7.5 10 15.7 93.6 35.5 35~10 3×2.5+1×1.5-8m 770×300×390 90 333 

100WQ7.5QG 7.5 10 15.7 135 26 26~5 3×2.5+1×1.5-8m 780×330×435 98 268 

Components & Materials

No. Part name No. Part name No. Part name

101 Pump body 412-2 O-ring 814 Stator core with winding

113 Oil chamber 412-3 O-ring 818 Rotor

143 Chassis 412-4 O-ring 822 Upper bearing block

160 Oil chamber cover 433 Mechanical seal 834 Cable sheath

230 Impeller 592 Base 932-1 Mechanical seal ring

321-1 Deep groove ball bearing - high 
temperature 593 Cutting disc 932-2 Circlip for hole

321-2 Deep groove ball bearing 720 Outlet joint 940 Flat key

411 Rubber washer 811 Casing 970 Nameplate

412-1 O-ring 812 Head cover

Dimensions & Weight

Model
Dim.(mm)

N.W.
(kg)

L H DN D K n-d

50WQD0.75QG 300 475 50 140 110 4-M12 25

50WQD1.1QG 300 475 50 140 110 4-M12 26

50WQD1.5QG 317 552 50 140 110 4-M12 40

65WQD2.2QG 375 557 65 160 130 4-M12 42

50WQD2.2QG 327 559 50 140 110 4-M12 41

50WQ0.75QG 300 475 50 140 110 4-M12 24

50WQ1.1QG 300 475 50 140 110 4-M12 25

50WQ1.5QG 306 537 50 140 110 4-M12 33

65WQ2.2QG 375 522 65 160 130 4-M12 34

50WQ2.2QG 327 524 50 140 110 4-M12 38

50WQ3QG 339 598 50 140 110 4-M12 49

65WQ3QG 366 607 65 160 130 4-M12 45

65WQ4QG 390 606 65 160 130 4-M12 54

80WQ4QG 380 607 80 190 150 4-M16 51

80WQ5.5QG 445 677 80 190 150 4-M16 75

100WQ5.5QG 470 682 100 210 170 4-M16 80

80WQ7.5QG 445 677 80 190 150 4-M16 82

100WQ7.5QG 492 685 100 210 170 4-M16 89


